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Note: Chapter Comm 62 as it existed on June 30, 2002 was repealed and a nevComm 62.0202 Definitions. (1) ApbiTions. These are
ShapterComm 62 was created, Register December 2001 No. S62tte¢ July 1. gepartmentefinitions for this chaptein addition to the defini
' tionsin IBC section 202:

Comm 62.0100 Administration.  The requirements in (&) "Air retarder” means a material or combination of materials
IBC chapter 1 are not included as part of this code. collectively having a maximum air leakage rate of 0.06 cf/ft.

Note: Thesections in this chapter are generally numbered to correspond with 0-30 in. O, when tested in accordance with ASTM E 783,
sectionnumbering in the IBC, e.g., s. Comm 62.0202 corresponds to IBC section 20estalledto resist air leakage into the exterior envelope.

Note: As used throughout this code, “not included as part of this code” is intended [ TP ; ” 3
to convey that the referenced requirements are not incorporated herein, and ther: for(eb) ngh pIIEd combustible storage™ means storage of-com

cannotbe enforced through this code. Howevecal ordinancesnay include the PUStiblematerials in closely packed piles, or pailets, in racks
referencedequirements, as specified in s. Comm 61.03. or on shelves, wherthetop of storage is greater than 12 feet in

Note: IBC section 101.2 addresses the scope of the IBC. For the scope @+the Weijght, When required by the fire coddfiofal, high—piledcom

consinCommercial Building Code, see @omm 61.02. Three or more attached ; ; : P P
townhousesas referenced in an exception under IBC section 101.2ncteled bustiblestorage also includes certain high-hazard commodities,

within the scope listed is. Comm 61.02. Detached one- and two—family dwellingsSuchas rubber tireszroup A plastics, flammable liquids, idle pal
as likewise referenced in an exception under IBC section 101.2, and elsawhere |ets and similar commodities, where ttap of storage is greater
IBC, are not included within the scope listed in s. Comm 61.02, but are regulateqiiy 6 feet in height
Wisconsinby chs. Comm 20 to 25, in accordance with subch. Il of ch. 101, Stats. : . . -

History: CR 00-179: crRegister December 2001 No. 557, &-1-02;CR (2) SussTiTuTIONS. Substitute the following definitions for

01-139:renum. (1) and (2) to be Comm 62.00@ Comm 62.015 Register June  the corresponding definitions listed in IBC section 202:

2002No. 558, eff 7-1-02; CR 04-016: am. Register December 2004 No. 588, ef . .
1-1-05; CR 06-120: am. Register February 2008 No. 62&-€f—08. (a) “Approved” means acceptable to the department.
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(b) “Basement” means that portion of a building that is partlye physically separatEom any location where there is exposure
or completely below grade. SH&C definition for “Story Above to toxic materials. dilet rooms shall not be permitted to serve as

GradePlane” and IBC section 502.1. lunchrooms.

(c) “Historic building” means a “qualified historic building”  (4) COMMUNITY-BASED RESIDENTIAL FACILITIES. A newly con
asdefined in s. 101.121 (2) (c), Stats. structedbuilding or portion thereof that is a community—based
Note: Section 101.121 (2) (c), Stats. reads as follows: residential facility serving to 8 unrelated adults shall comply

“Qualified historic building” means a historic building which: with chs. Comm 2@o 25 instead of all other requirements of this

1. Islistedon, or has been nominated by the state historical society for listing Tnde
the national register of historic places indgbnsin or the state register of historic e .
places; History: CR 00-179: crRegister December 2001 No. 55%, &-1-02;CR

2. Is included in a district which is listed on, or has been nomirgtéle state 04-016:am. (4) Register December 2004 No. 588,1ef1-05; CR 06-120: am. (1),
historicalsociety for listing on, theational register of historic places indtonsin I (2) (b) and (c) Register February 2008 No. 6263ef1-08; correctioiin (2) made
or the state register of historic places, and has been determined by the state hist&ftdgrs- 13.92 (4) (b) 1., Stats., Register February 2008 No. 626.
societyto contribute to the historic significance of the district;

2m. Is determined by the state historical society to be eligible for listing onthe Comm 62.0401 Chapter Comm 10 compliance.  This

nationalregister of historic places inig¢onsinor the state register of historic places;iS a department informational note to be used under IBC section
3. Islisted on a certified local register of historic property; or %01 1:
{ A

4. Isincluded in a district which is listed on a certified local register of histori - . . .
property and has been determined by the, aitjage, town or county to contribute _Note: See ch. Comm 10 for additional requirements for motor vehicle service sta
to the historic significance of the district. tionsand for storage, handling, processing and transporting of flammable and com

. . . bustibleliquids.
_(3) DeLETIONS. The following terms and corresponding defi ™ i " cr 00-179: crRegister December 2001 No. 557, @1-02.
nitionsin IBC section 202 are not included as part of this code:

approvedagency approved fabricatprbaseflood, base flood  comm 62.0402 Lease plan. The requirements in IBC

elevation,certificate of compliance, design flood, design floodection402.3 are not included as part of this code.

elevation,designatedeismic system, dry floodproofing, existing History: CR 00-179: crRegister December 2001 No. 553, &-1-02.

constructionfabricated item, inspectiacertificate, label, lowest

floor, manufacturés designation, mark, special continuous Comm 62.0406 Motor vehicle-related occupancies.

inspection,special flood hazard area, special inspectpecial PARKING GARAGES. Substitutethe following wording for the

periodicinspection, sprayed fire—resistant materials, start of corequirementsand exception in IBC sectiof06.2.8: Heating

struction,and structural observation. equipmenthallbe installed in accordance with titernational
History: CR 00-179: crRegister December 2001 No. 55%, &-1-02;CR  MechanicalCode.

01-139renum. (1) (bjo be (2) (c) and renum. (1) (c) to (k) to be (1) (b) to () Register jgiqry:  CR 00-179: crRegister December 2001 No. 55, @F1-02;CR

June2002 No. 558, &f7-1-02; CR 04-016: am. (1) (), renum. (1) (b) o (j) to bgys_0167 and recrRegister December 2004 No. 588, ££1-05; CR 06-120: 2),

(1) (c) to (j) and Comm 61.04 (4),.€1) (b) and (3)..rand cr(2) (b) Register Decem ; .
ber 2004 No. 588, &f 1~1-05; CR 06~120: am. (1) (intro.j and (3), renum. (1) () e"uM-(1) to be Comm 62.0406 Register February 2008 No. 626-6f-08.

(d) and (e) to (j) to be Comm 61.04 (5), (6) and (8) to (13) and am. (5) and (8) to (1 . .
RegisterFebruary 2008 No. 626, feB—1-08;correction made in (2) (c) undex. Comm 62.0412 Aircraft-related occupancies. Sub
13.92(4) (b) 7., Stats., Register February 2008 No. 6263e1-08. stitute the following wording for exception 1 in IBC section
412.2.4: Heating equipment that suspended at least 10 feet
Comm 62.0307 Pyrophoric materials.  Thisis a depart abovethe upper surface of wings engine enclosures of the high
mentinformational note to be used under IBC section 307.4: estaircraft which may be housed in the hangar; or at least 8 feet
Note: See ch. Comm 14 for additional requirements for pyrophoric materials.abovethe floor in shops, €ites andother sections of the hangar
History: CR 06-120: crRegister February 2008 No. 626, 8~1-08. communicating/vith storage or service areas.
History: CR 04-016: crRegister December 2004 No. 588§, &f1-05.
Comm 62.0310 Use and occupancy classification.
Thisis a department informational note to be used under IBC sec Comm 62.0414 Information required. The require
tion 310.2: mentsin IBC section 414.1.3 are not included as part of this code.
Note: See s. Comm 61.02 Notes for statutory definitions of &aimity home and History: CR 00-179: crRegister December 2001 No. 553, éf1-02.
community—based residential facilitpee s. Comm 61.04 for definitions of dwelling

unit and multifamily dwelling. . ;
History: CR 00-179: crRegister December 2001 No. 55Z, &-1-02;CR Comm 62.0415 Hazardous materials. (1) Substitute

04-0167enum. to be (2), ct1) Register December 2004 No. 588,1-1-05; CR  the following wording for the correspondingefinition in IBC
06-120r. (1), renum. (2) to be Comm 62.0310 Register February 2008 No. 626, gection415.2: Immediately dangerous to léad health (IDLH).
3-1-2008. The concentration of air-borrepntaminants which poses a threat

of death, immediate atelayed permanent adverse healfbat$,

Comm 62.0400 Special detailed requirements  or efects which could prevent escape from such an environment.
based on use and occupancy . These are department rules inThis contaminant concentratiofevel is established by the
additionto the requirements in IBC chapter 4: National Institute of Occupational Safety and Health based

(1) FIREWORKS, BLACK POWDER AND EXPLOSIVE MATERIALS.  bothtoxicity and flammability It generally is expressed in parts
Fireworks,black powder anéxplosive materials shall be storedoer million by volume, or milligrams per cubic meter
and isolated in accordance with ch. Comm 14. (2) Thisis a department rule in addition to the requirements in
(2) RecycLING sPack. An owner of a building shall provide a IBC section 415: A magazine for detonators in quantities of 100
separateoom or designated space within or adjacent to the-builar less shall have sides, bottoms and doors constructed lekaot
ing for the separation, temporary storage and collection of re¢gfannumber 12—-gauge metal and lined with a nonsparking-mate
clable materials that are likely to be generated by the buildirigfl. Hinges and hasps shall be attached so they cannot be
occupantsunder any of the following conditions: removedfrom the outside One steel padlock, which need not be
(a) The construction of a new building. protectedby a steel hood, having at least 5 tumblers and a case-
Note: See Appendix B for guidelines for recommended designated areas, hardenedshackleof at least 3/8 inch diameter shall be provided

Note: The collection and temporary storage of recyclable materials that are flaf@r locking purposes.

mable or combustible is regulated by ch. Comm 14. Storage of liquids that are flanHistory: CR 00-179: crRegister December 2001 No. 552, #&-1-02;CR
mableor combustible is regulated by ch. Comm 10. Owners of buildings where th€ge-016:renum. to (1), cr(2) Register December 2004 No. 588, &#f1-05; CR
materialsare stored should consult those chapters for isolation, removal and storage120:r. and recr(2) Register February 2008 No. 626, 8f1-08.
standards.

(3) LuncHRrRoowMms. A space for eating luncheshall be pro Comm 62.0603 Allowable materials.  Substitutethe
videdin all places of employment where there is exposure to injiollowing wording for application18 in IBC section 603.1:
riousdusts, toxic material and industrial poisons. Such space sl&layedire-resistant materials and intumescamtl mastic fire—
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resistantcoating, determined on the basfdire-resistance tests  (2) SMOKE DAMPERS IN HEALTH CARE FACILITIES. This is a

in accordance with Section 703.2. departmenexception to the requirements in IBC section 716.5.5:
History: CR 04-016: crRegister December 2004 No. 588 &-1-05;CR  Smokedampers are not required in Group 1-2 duct penetrations

06-120r. (1), renum. (2) to be Com62.0603 and am. Register February 2008 Noof smoke barriers in fuIIy ducted A\ systems

626, eff. 3-1-08. ; :
© History: CR 06-120: crRegister February 2008 No. 626, 8-~1-08.

Comm 62.0702 Fire separation distance.  Substitute i )
the following definition for the correspondirggfinition listed in ~ €omm 62.0901  Fire protection systems. (1) MobiFI-
IBC section 702: Thelistance measured from the building face t6ATIONS. Substitute the following informational note ftire
the closest interiofot line, to the centerline of a street alley orpub'e€quirementsn IBC section 901.3. _ _ o
lic way, to a permanent no-build easement larép an imaginary Note: Chapter Comm 14 has requirements relating to shutting down or impairing
. ! o . fire sprinkler systems. Chapter Comm 61 tegiirements relating to availability of
line between 2 bL_IIldIngS aie same proper:tyThe distance shall sprinkier documents and to submittal and approval of plans prior to altering, modify
be measured at right angles from the lot line. ing, or removing sprinkler systems.

History: CR 00-179: crRegister December 2001 No. 55%, &F1-02. (2) FIRE HOSETHREADS. These are department informational
. . . ) notesto be used under IBC section 901.4:

Comm 62.0703 Fire-resistance ratings. SUbStm;Jte Note: Section 213.15, Stats., regulates fire hose threads and fittings and reads as

the following wording for the requirements, bubt the exception, follows: “All fire hose fittings, apparatus fittings, 1.5 and 2.5 inches in diameter pur

in IBC section 703.2: The fire-resistance ratirfidpuilding ele chased or procured by a fire department or fire company shall be of the national stan
. ; : ardhose thread as adopted by the national fire protessisociation. No fire depart
mentsshall be determined @ccordance with the test pl‘ocedure%entshall utilize hose and equipment not in conformance with the requirement that

setforth in ASTM E 119 or in accordance with IBC section 703.3all threads shall be national standard hose thread as adopted by the national fire
Materialsand methods of constructiaised to protect joints and protectionassociation. Any personfefing for sale nonstandard hose couplings, fit

i man fira_ ; _ A gsor apparatus fittings may be fined not less than $100 nor more than $500.”
pednetraﬁlonsn fl.redI?SIStan(.:e rated b_U|Id|ng elements shall naJﬂNote: NFFA 1963 contains the specifications for national standard hose thread.
re _ucet € require |re—_reS|stance rating. History: CR 00-179: crRegister December 2001 No. 5534, &-1-02.

History: CR 00-179: crRegister December 2001 No. 5534, &+1-02.

Comm 62.0902 Definition. Substitute the following defi
ftion .and informational note for the c_orresponding definition
704.1: This section does not apply to connections between buﬁi edin IBC section 902.1: “"Automatic sprinkler system” or

ings, that are in compliance with IBC section 3104. utomatic fire sprinkler system” has the meaning giversin

History: CR 00-179: crRegister December 2001 No. 557, &f1-02. 145'01(2)*_ Stats. L .
Note: Section 145.01 (2), Stats., reads as follows: “‘Automatic fire sprinkler sys

tem,’ for fire protection purposesjeans an integrated system of ugdennd and

Comm 62.0704 Connections between buildings.
Thisis a department exception to the requirements in IBC secti

Comm 62-0705 FI.I’Q wall |dent|f!cat|0n. . These are overheadpiping designed in accordance with fire protection engineering standards.
departmentules in addition tdhe requirements in IBC section Thesystem includes a suitable water supglich as a gravity tank, fire pump, reser
705: voir or pressure tank or connectibeginning at the supply side of an approved gate

.valvelocated at or near the property liwbere the pipe or piping system provides
(1) PurPosE. Pursuant ts. 101.135, Stats., _the purpose of thi§aterused exclusively for fire protection and related appurtenances atahtipipes
sectionis to establish uniform standards fhe identification of connectedo automatic sprinkler systems. The portion of the sprinkler system above

fire walls on the exterior of buildings groundis a network of specially sized or hydraulically designed piping installed
I a building, structure or area, generally overhead, and to which sprinklers are con
(2) MuNICIPAL ORDINANCE. A city, village or town may by nectedin a systematic patterrThe system includes a controlling valve and a device

ordinancerequire owners to identify the location of a fire wall afor actuating an alarm when the system is in operation. The system is usually acti
f O ; ; vated by heat from a fire and disches water over the fire area.”

the exterior wall of a building with a sign. _ History: CR 00-179: crRegister December 2001 No. 553, 8£1-02.

(3) SIGN REQUIREMENTS. (a) General. The sign shall consist
of 3 circles arranged vertically on the exterior wall, marking the comm 62.0903 Automatic fire sprinkler systems.
locationof the fire wall and centered on the fire wall. The circleg)) A ternaTIVE PROTECTION. Substitute the following wording
shalleither be dixed directly to the surface of thriilding or may  for the requirementin IBC section 903.1.1: Alternative asito
be placed ora background material that idiaéd to the building. matic fire—extinguishing systems complying with IBC section

(b) Size of cicle. Each circle shatbe the same size. The diam 904 shall bepermitted in lieu of automatic sprinkler protection
eterof the circle shall be at least 1 1/2 inches, but no gréear whererecognized by the applicable standard.

2inches. (2) GrRourPA-1. Substitute the following wording faondk

(c) Spacing. The circles shall be spaced equal distance jjo, 3 in IBC section 903.2.1.1: None of the stories in which the
apart. The distance measured from the top of the uppermost Cirglg 4re4 is located include a level of exit disgear

to the bottom of the lowermosircle shall be no more than 12 . . . .
inches. (3) GrRouPA-2. Substitute the following wording farondk

(d) Color. The color of the circle shall be red, amber (orang%!—on 3in IBC section 903.2.1.2: None of the stories in which the

yellow) or white (clear) and shall be reflective. Ttwor of the 1re area is located include a level of exit disgear

circle shall contrast with the color of the background. (4) GrourA-3. Substitute the following wording farondk
History: CR 00-179: crRegister December 2001 No. 55, @+1-02. tion 3 in IBC section 903.2.1.3: None of the stories in which the

Comm 62.0707 Shaft enclosures. (1) Substitute the fire area is located include a level of exit disgjear
following wording for the 7.2 exception'in IBC sectio7.2: Is e(r?t)sinGngPSEéC%%?]Sgggeztgg following wordirigr the reqire
not part ofa required exit, except as permitted in section 10201 (a) Except as provideth i.n .pe(b) an automatic sprinkler sys
(2) Thisis a department exception to the requirement in 1B ; ! ; .
section707.2: Elevators in open parking garatieg serve only fém shall be provided for Group E occupancies as follows:
the parking garage are not required to be enclosed. 1. Throughout all Group E fire aregseater than 20,000

History: CR 06-120: crRegister February 2008 No. 626, 8~1-08. Squardeet in area. . o .
2. Throughout every story of educational buildings that is
Comm 62.0716 Ducts and air—-transfer openings. locatedbelow astory which includes the lowest level of exit-dis

(1) PENETRATIONS OF SHAFT ENCLOSURES. This is a department charge.

exceptionto the requirements in IBC section 716.5.3: Smoke (b) An automatic sprinkler system is not required in any fire
dampersare not required in ducts that are used in the exhaust parea,or in any story thais located below a story which includes
tion of laboratory ventilating systems which are designed attige lowest level of exitlischage, where every classroom through
installedin accordance with NP45. outthe building has at least one exteeait door at ground level.
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(6) Grouprr. Substitute the following wording for the require 3. The multifamily dwelling is not served by either a commu
mentsin IBC section 903.2.7: nity water system or a municipalater system as defined under
(a) Except as provided jpars. (b) to (d), an automatic sprinkler®: NR 811.02.

: : : : Note: Under s. NRB11.02 “community water system means a public water system
SyStemmSta”ed in accordance with IBC section 903.3 shall k:e/ﬁﬂch serves at least 15 service connections used by year—round residents or regu

providedthroughout all buildings with a Group R fire area. larly serves at least 2fear—round residents. Any water system serving 7 or more
(b) An automatic fire sprinkler system need not be installed Iiﬁmes,lo or more mobile homes, 10 or more apartment units or 10 or more- condo
. - . i its shall be considered a community water system unless information is
a multifamily dwelling where the floor areas or the number jf'”'“m iy

. . , rovidedby the owners indicating thab year—round residents will not be served.”
dwelling units do not exceed any of the thresholds established INote: Under s. NR 8102 “municipal water system means a community water

Table62.0903. The floor areas specified in the thresholdsotio systemownedby a city village, countytown, town sanitary district, utility district,
includeany of the foIIowing: public inland lake and rehabilitation district, municipal water district or a federal,
7 o ) ) state,countyor municipal owned institution for congregate care or correction, or a
1. Areas that are outside a building, as in the following: privatelyowned water utility serving the foregoing.”

a. Porches that are open to the outside atmosphere. (d) 1. An automatic fire sprinkler system need not be installed

b. Exterior stairs. in a townhouse provided the townhouse complies with atef

c. Exterior platforms. followq?‘. townh . i than 3 stori b de ol

d. Exterior landings. o hiighte ownhouse is not more than 3 stories above grade plane

e. Exterior decks. i .. b. The townhouse does not contain more than 20 dwelling

2. An attached garage that meets all of the following criterighits.

a. Hasa floor.area of 60_0 square feet or less. c. The total gross floor area of all timelividual dwelling units

b. Serves a single dwelling unit. within the townhouse does not exceed 16,000 square feet.

c. Is accessed directly from the dwelling unit. 2. Each dwelling unit within the townhouse is separated from

d. Is separated from the remainder of the building by at leggherdwelling units byat least 2—hour fire-resistive-rated separa
1-hourrated fire—resistive construction. tion walls constructed in accordance with the requirements of IBC

Note: Housing units that receive federal funding rbayrequired by federal regu  S€Ction705 and do not contain any openings and plumbing equip

lationsto have sprinkler protection regardless of building size. ment or mechanical equipment. The separatiail does not

Note: See Appendix A for &isting of municipalities that the department believeshaveto comply with the structural stability requirementd®E
havepreexisting stricter sprinkler ordinances, and a listing of thresholds those mudegction705.2 and the horizontal continuitqquirements of IBC
ipalitiesmay apply which are more restrictive than able 62.0903. section705.5

& T prsysgn does ot aggly e Decerer 1, 2085”5 et e st nated i a e
review prior to January 1, 201and subsequently approved. See s. Comm 61.36 coflay conform with sub. (14) provided the townhousemplies
cerningplan approval expirations and extensions. Under s. Comm 61.36 (2) (b)vith all of the following:

requesto the extend the expiration of a plan approval for a one-time 2-year period a. The townhouse doemt exceed more than 3 stories above
may be granted by the secretary providedhe approved plan is for a multifamily :

dwelling containingless than 1 dwelling units; 2) the original plan was submittedgradeplane in height.
for departmenteview prior to January 1, 20and 3) the request is submitted prior b. Each dwelling unit within the townhouse is separated from

o exp ';agg?gtgﬁ;he original plan approval. This type of extension is at the discretigy o 4 yelling units byat least 2-hour fire-resistive—rated separa
tion walls constructed in accordance with the requirements of IBC
Table 62.0903 section705 and do not contain any openings and plumbing equip
Maximum Floor Areas and Number of Dwelling Units Whee a mentor mechanical equipment. The separaticall does not
Sprinkler System Is Not Requied in a Multifamily Dwelling haveto comply with the structural stability requirements®C
Total Floor Area of Total Floor | Number :22{:82;825 and the horizontal continuityquirements of IBC
Non-dwelling Unit Por- | Area Within | of Units = . . .
Classof tions (Common use | Individual 4. An automatic sprinkler system need not be installed a
Construction areas, such as cori Dwelling townhouseprovided the townhouse is constructed of at least
dors, stairways, base Units 2-hourfire resistance as defined under s. 101.14 (4m) (a) 5m.,
ments, cellars, vesti Stats.
bules, community Note: Section 101.14 (4m) (a) 5m. reads Wd—hour fire resistancaneans
rooms, laundry rooms, 2-hourfire separations for all walls that separate dwelling units, exit corridors and
pools, etc.) exit stair enclosures and for all floors and ceilings, so that the specified walls, floors
! andceilings are capable of resisting fire for a period not shorter than 2 hours.”
TypelA 16,000 sq ft (6m) STUDENT HOUSING. These are department rulesatidi
Type IB 12,000 sq ft tion to the.rngremen.ts in IBC sectlon.903.2.7: . .
(a) Definition. In this paragraph, “private student residential
Type 1A 8,000 sq ft building” has the meaning as given under s. 101.14 (4) (b) 1m.,
Type 1IB 16,000 sq ft| 8 units ~ Stats. ) )
Note: Section 101.14 (4) (b) 1m., Stats., reads: “Inghisgraph, “private student
Type lll 5 600 sq ft residentiabuilding” means a privately owned and operated residential building that
! a hasa capacity of at least 100 occupants, that@ipied by persons at least 80 percent
Type IV of whom are enrolled in an institutiaf higher education, and that has attributes usu
ally associated with a student residence hall or dormitory such as a food pkmice
Type \A or occupancy by a resident advisor
Type VB 4,800 sq ft (b) Existing housing.1. Except as provided in this sul2d,

- . - . . . anautomatic fire sprinkler system shall be provided by Jarijary
(c) An automatic sprinkler system installed in a multifamilypp6throughoutevery residence hall and dormitory greater than
dwelling may conform withsub. (14) provided the multifamily g0 feet in height, the initial construction @fhich was begun
dwelling complies with all of the following: beforeApril 26, 2000 that is owned or operated by the board of
1. The multifamily dwelling does not contain more than 4egents of the University of Mtonsin System.
dwelling units. 2. An automatic fire sprinkler system sha# provided by
2. The multifamily dwelling is not more than 2 stories abovéanuaryl, 2008 throughout Ogg Residence Hall at the University
gradeplane in height. of Wisconsin—Madison.
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3. An automatic fire sprinkler system shb# provided by 4. Special industrial occupancies complying with the criteria
January 1, 2014 throughout every residence dralldormitory  outlinedin IBC section 503.1.2.
greaterthan 60 feet in height, the initial construction of whichwas 5. Occupancies of Group F-2 when omission ofliematic
begunbefore January, 2006, that is owned or operated by afire sprinkler system is approved in accordance witB@nm
institution of higher education, other than a residence hall or d@g1.22.
mitory owned or operated by the boartregents of the Univer (12 ExgmprLocarions. Substitute the following wording for

sity of Wisconsin System. _ exemptlocation 2 in IBC section 903.3.1.1.1; Arpom or space
4. An automatic fire sprinkler system shb# provided by wheresprinklers are considered undesirable becafi$e nature

Januaryl, 2014throughout every private student residentiahf the contents, where approved by the department.

building greater than 60 feet meight, the initial construction of (13) BaLconies. Substitute the following wording for the

which was begun pefqre Jar.wuary 7, 2006. . requirementsn IBC section 903.3.1.2.1: Sprinklerotection
5. An automatic fire sprinkler system shi provided by ¢qmplvingwith NFRA 13 shall be provided for exterior balconies
Janéjt?ryl, f2014 throughout ever;gstudent. re§|dent|alr]faqupgp andground-floorpatios of dwelling units where the building is of
Esu%n s)c/)r{:‘e d;atgwlitr)l/ssiﬂlrﬁirgr{ gfr ﬁlt ﬁé r%ﬂé:ggﬂ "’;ﬂ; ?r::;; nor Type V construction. Sidewall sprinklers that are used to protect
s?ructionof \)/lvhich was begun be%ore January 7. 2006 suchareas shall be permitted to be located such that their deflec
. o Y ! ’ orsare within 1 inch to 6 inches below the structural members,
(c) New housing.1. An automatic fire sprinkler system shallnqa maximum distance of 14 inches below the deck of the exte

be provided throughout every residence hall and dormit® yior hajconies that are constructed of open wood joist corstruc
initial construction which is begun on or after April 26, 2000, thgr P J

is owned or operated by the board of regents of the University o
WisconsinSystem.

2. An automatic fire sprinkler system shall be provide
throughoutevery residence hall and dormitptie initial con

(14) NFPA 13D SPRINKLERSYSTEMS. (a) Substitute the follow
ing wording for the requirements IBC section 903.3.1.3: Where
llowed, automatic sprinkler systems in townhouses and multi

> O . mily dwellings shall be installed throughout in accordance with
structionwhich is beguron or after January 7, 2006, that is owne : )
or operated by an institution of higher education, other ainest FPA lSD’_ except as prowded in pé). .
dence hall odormitory owned or operated by the board of regents (b) Multipurpose piping systems shall conform witiCemm
of the University of Visconsin System. 82.40(3) (e) 2. a. and b.

3. An automatic fire sprinkler system shall be provided (15) TESTING AND MAINTENANCE. Substitute the following
throughoutevery student residential facilityperated by a frater informationalnote for the requirements in IBC section 903.5:
nity, sorority or an aganization authorized or sponsored by an Note: See ch. Comm 1#r requirements for inspection, testing, and maintenance
AT - - P : i1 Of fire sprinkler systems.
institution of higher education, the initial construction of which i History: CR 00-179: crRegister December 2001 No. 552 81-02:CR
begunon or after January 7, 2006. 04-016renum. (2) to (5) to b), (7), (L) and (12), cr(2) to (5), (8) to (10) and

ic fi i i 3) Register December 2004 No. 584, &1-05; CR 04-043: c{1m) Register
4. An automatic fire sprlnkler system shall be prowde ecembe004 No. 588, éf1-1-05;emeq. renum. (6) to be (6) (a) and am. (6) (a)

throughoutevery private student residential building, th&ial  (nio), cr (6) (intro.) and (b), €f3-4-06: CR 06-040: renum. (6) to be (6) (&) and
constructionof which is begun on or after January 7, 2006. a]gfq.(g) (a)ogméo.)bgr(ez)o(intro.) and (2b),.r(7)dRegister sé:-péemb%r 2006 No.3 609,
. . . eff. 10-1-06; CR 06—-120: {1m) and12), t and recr(5) an ,crém), (1), (1
(8_) GRroup s-2.  Substitute t_he f_oIIowmg W_Ord'ng for the and(14), am. (8) to (10), r(gnur)n.]()lcgnd) (13f0 be (£2)) and ((1)5) ﬁegi)stsar)lzébraary
requirementsbut not the exception, in IBC section 903.2.9: AR008No. 626, &f 3-1-08; corrections in (6) (a) and (d) an)((a) made under s.
automaticsprinkler system shall be provided throughbuild- ~ 13-92 (4) (b) 7., Stats., Register February 2008 No. 626.
ings classified as enclosed parking garages in accordance with

; Comm 62.0904 Alternative  automatic  fire—
IBC section 406.4 where located beneath other groups. extinguishing systems. (1) Substitute the following word

(9) Groups-2 EXCEPTION. This is an additional departmenting and informationahote for the requirements in IBC section
exceptionto therequirements in IBC section 903.2.9: Enclosedo4.1: Automatic fire—extinguishing systems, other than auto
parking garages for fire apparatus and fire department vehiclggtic sprinkler systems, shall be designed and installed in accord
thatare located beneath fire stations. ancewith theprovisions of IBC section 904 and the applicable ref

(10) CoMMERCIAL PARKING GARAGE EXCEPTION. This is a erencedstandards.
department exception to the requirements in IBC section Note: See ch. Comm Ifr requirements for inspection, testing, and maintenance
903.2.9.1: Enclosed parking garages for fapparatus and fire ©f alternate automatic fire-extinguishing systems. _
departmenvehicles where within the fire stations. (2) Theseare department rulés addition to the requirements

(11) BUILDINGS OVER60FEETIN HEIGHT. This is a department in IBC sectlon_904_1: . s
rule in addition to the requirements in IBC section 903.2.10.3: _ (8) W\ater mist fie piotection systemsWhere a water mist fire

() Except as provided in pab), pursuant to s. 101.14 (4) (b)protectionsystem is inst.alled, it shall comply with N&P50.
1r., Stats., automatic fire sprinkler systemsisall be installed _ (b) Manual-wet sprinkler systemsl. Where allowed.A

throughoutbuildings and structures that are more than 60 feetf2nual-wesprinkler systemmay not be installed in a building
height. unlessall of the following conditions are met:

(b) An automatic fire sprinkler system is not required to be pro__ & There is no municipal water system availablserve the
videdin any ofthe following buildings or structures or portions®"OPey- _ o _ _
of buildings or structures that are more than 60 feet in height: _b. There is no provision under this code that requires the
1. Airport control towers. building or a portion of the buildingo have an automatic fire

. . . ._sprinklersystem.
406:23. Open parking structures complying with IBC section ¢. The municipalitywhere the building is to be located has an

L . . adoptedordinance that requires the installation of manual-wet
3. Telecommunications equipment spaces used excluswépf

for telecommunications equipmerassociated electrical power_; nnkIﬂﬁysterEs a?dequwes these systems to meet the provi
distributionequipment and standby engines, provided that thoz@NSot this subsection. - .
spacesor areas are equipped throughout with an automatic fire 2. General requirements. a. A building protected with a
detectionsystem in accordance with IBC section 907.2 ared Manual-wesprinklersystem shall be considered unsprinklered
separatedrom theremainder of the building with fire barriersunderall other code provisions.

consistingof 1-hourfire-resistance-rated walls and 2-hour fire— b. Eachmanual-wet sprinkler system shall be provided with

resistance-rateflioor/ceiling assemblies. a fire department connection. The fire department connection
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shall beinstalled in an accessible location acceptable to the fireNote: Section 101.145 (2) and (3) (tats., addresses installation of smoke
chief detectorsand reads as follows: Section 101.145 (2) “A smoke detector required
' o . underthis section shall be approved by underwriters labor&tory
c. All above ground piping of the manual-wet sprinklersys (3) (a) “The owner of a residential building shall install any smdétctor

temshall be labeled as a “manual—wet sprinkler system.” Labégguiredunder this section according to the directions and specifications of the
shallbe placed at the fire department connection; at all valves &Pl actureof the smoke detector

p ! o p . 1on; valv ote: Section 101.145 (4), Stats., addresses retroactivity requirements fer build
hoseoutlets; and on the piping at intervals of not more than 25 fe@js constructed prior to thefettive date of this section. This statute section applies

andat each sidavhere the piping passes through a wall, floor dreyondthe application of this code, as establistrest Comm 61.03 (2), and states
roof “The owner of a residential building the initial construction of whickasimenced

) before,on or after May 23, 1978, shall install and maintain a functional smoke detec

d. The manual-wet sprinkler system design and installatiom in the basement and at the hefdny stairway on each floor level of the building

i i~ fi i ireandshall install a functional smoke detector either in each sleeping room of each unit

shall comply with the automatic fire Sp.””k'er system reqUIregr elsewhere in the unit within 6 feet of each sleeping area and not in a kitchen.”
mentsof NFFA 13 or NFFA 13,R' atc‘ applicable, except th,at the Note: Under section 101.145 (1), Stats., “sleeping area” means the area of the
systemcomprised of the pilot line, fire department connection anélvelling] unit in which the bedrooms or sleeping rooms are located. Bedrooms or

fire department apparatus is considered as the approat sleepingrooms separated by another use area such as a kitchen or living room are sep
supplyfor the system aratesleeping areas but bedrooms or sleeping rooms separated by a bathroom are not

_ ) _ separatesleeping areas.

e. A manual-wet sprinkler system shall be supplied with (6) proTECTIVECOVERS. Substitute the following wording for
water through the fire department connection using fire depaghe requirements in IBC section 907.3.5: The buildinficiafl is
mentapparatus. authorizedto require the installation of listedanual fire alarm

f. The plumbing well, water service and pressure tank shabx protective covers to prevent malicious fadé@ms or provide
be of asize and capacity to supply the hydraulically most remotiee manual fire alarm box with protection from physical damage.
sprinklerwith the required waterflow and pressure for a minimurmhe protective cover shall be transparent or red in color with a
of 10 minutes. transparentace to permit visibility of the manual fire alarm box.

g. A pilot line shall be connected from the manual-wet sprifeachcover shall include proper operating instructions.
kler system to the plumbing water supglstem at the well pres (7) EMPLOYEEWORK AREAS. Substitute the following wording
suretank. The pilot line shable of a size that is adequate to supplfor the requirements in IBC section 907.9.1.2: Where employee
the hydraulically most remote sprinkler in the system. work areas have audible alarm coverage, the alarm system shall

h. The connection of a manual-wet sprinkler system tohe desjgned so that visible notification appliances can be inte
plumbing water supply system shall be protected against-badkatedinto the system.

iti i i History: CR 00-179: crRegister December 2001 No. 55%, &-1-02;CR
flow conditions in accordance with ch. Comm 82. 04-016:renum. (1) to (3) to be (2) to (4), ¢L) Register December 2004 No. 588,

i. The actuation of any sprinkler in the system shall operat 1-1-05; CR 06-120: renum. (3) and (4) to be (5) and (§B)ci(4) and (7) Regis
the waterflow indicating device, which shall initiate a fire alarnfer February 2008 No. 626,fe8-1-08.
within the building.

j. Upon actuation of the building fire alarm, a fire alaignal Comm 62.0909 Smoke control - systems. (1) INspEc

shall be sent automatically tihe fire department providing fire TON AND TESTREQUIREMENTS. Substitute the following wording
protectionto the building. y P P 9 for the requirements in IBC section 909.3: In addition to the ordi

nary inspection and test requirements that buildings, structures

3. Installer qualifications. The installation alteration of a and parts thereof are required to urgtersmoke control systems

manual-wetsprinkler system shall be performed by a licenseg, .. e : ;
individual as specifiedor the installation of an automatic fire ubjectto the provisions of IBC section 988all undego inspee

sprinklersystem under subch. V of ch. Comm 5. tionsand tests sfitient to verify the proper commissioning of the
History: CR 00-179: crRegister December 2001 No. 552 @1-02;cR  Smokecontrol design in its finghstalled condition. The design
01-139:am. (2) (b) 8. Register June 2002 No. 558,7f1-02; CR 04-016: renum. Submission accompanying the construction documents shall
(intro.), (1) and (2) to be (2) (intro.), (a) and (b), andrd recr(2) (b) 2. c., cr(1)  clearly detail procedures and methodsb® used and the items
Register December 2004 No. 584, &F1-05. subjectto such inspections and tests. Such commissioning shall
be in accordance with generally accepted engineering practice

Comm 62.0907 Fire alarm and detection systems. and,where possibléyased on published standards for the particu
(1) GeNERAL. Substitute the followingvording and informa |5y testing involved.

tional note for the requirements in IBsgction 907.1: IBC section (2) INSPECTIONSFOR SMOKE CONTROL. Substitute the follow

g%tchoevirez:somgoan%wtgatlon anostallation of fire alarm systems ing wording for the requirements in IBC section 909.1&&oke

Note: See ch. Comm 14 for requirements for performance and maintenance ofﬁ%ntml systems shall be tested by a qua“fled agency

alarmsystems and their components. (3) ScoreoF TESTING. Substitute the following wordinfpr
(2) CoNsTRUCTIONDOCUMENTS. The requirementis IBC see  therequirements in IBC section 909.18.8.1: Inspections shall be
tion 907.1.1 are not included as part of this code. conductedn accordance with the following:

(3) Grour!. Substitute the following wording for the require  (a) During erection of ductwork and prior to concealrfent
ments,but not the exception, in IBC section 907.2.6: A manu#te purposes of leakage testing and recording of deeition.
fire alarm system shalieinstalled in Group | occupancies. An (b) Prior to occupancy and after iciEnt completion for the
electrically supervisedautomatic smoke detection system shapurposesof pressure—diérence testing, flow measurements, and
be provided throughout the occupaneycept as provided in IBC detectionand control verification.
sections907.2.6.1 to 907.2.6.3. (4) QuaLIFicATIONS. Substitute the following wording for the

(4) Group M. Substitute the followingwording for the requirementsn IBC section 909.18.8.2: Inspection agencies for
requirementsbput not the exception, in IBC section 907.2.7: Amokecontrol shall have expertise in fire protectemgineering,
manualfire alarm system shall be installed in Groupbtupan mechanicakngineering and certification as air balancers.
cieshaving an occupant load of 500 or more persons, or more thans) ReporTs. Substitute the following wording for the require
100 persons above or below a stdinat includes the lowest level mentsin IBC section 909.18.8.3: A complete report of testing
of exit dischage. The initiationof a signal from a manual fire shall be prepared. The report shall include identification of all
alarmbox shall initiate alarm notification appliances as requiregevicesby manufacturernameplate data, design values, mea

by IBC section 907.9. suredvaluesand identification tag or mark. The report shall be
(5) SvokeALARMs. These are department informationates reviewed by theesponsible registered design professional and,
to be used under IBC section 907.2.10 (intro.): when satisfied that the design intent has been achieved, the
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responsibleegistered design professional shall seal, sign and datenmonpath ofegress travel requirements shall not be limited
thereport. within townhouse dwellinginits provided the townhouse com

(6) RePORTFILING. Substitute the following wording for the plieswith all of the following:
requirementsn IBC section 909.18.8.3.1: A copy of the final (1) Thetownhouse does not exceed more than 3 stories above
reportshall be maintained and made available to the buildiitg ofgradeplane in height.

cial upon request. . . . (2) Eachdwelling unit within the townhouse is separated from
(7) SvsTEM ACCEPTANCE. The requirements in IBC sectionother dwelling units byt least 2—hour fire—resistive-rated separa
909.19are not included as part of this code. tion walls constructed in accordance with the requirements of IBC

06-120%6num. (5 and (6) 10 be (6) and (7)(6) Register Februaigoos No. 626, SeCtion705 and do not contain any openings and plumbing equip
eff. 3-1-08. ment or mechanical equipment. The separatiall does not
haveto comply with the structural stability requirementdBE
Comm 62.0910 Smoke and heat vents, and draft section705.2 and the horizontal continuityquirements of IBC
curtains. (1) ExcepTioN. Substitute the following wordinipr ~ section705.5.

exceptionl. in IBC section 910.1: Buildings protected by an History: CR 06-120: crRegister February 2008 No. 626, 8f1-08; correction
approvedautomatic Sprinkler system. madeto (2) under s. 13.92 (4) (b) 7. Register February 2008 No. 628;-&f-08.

(2) GroupsF-1AND s-1. Substitute the following wording for
the requirements, but not the exception, in IBC section 910.2
Buildings and portions thereof usad Group F—1 or S—1 oceu
pancieshaving more than 50,000 square feet in area that is u
vided by full-heightwalls having smoke resisting characteristic
which are similar to those under IBC section 910.3.5.1.

History: CR 04-016: crRegister Decembgr 2004 No. 588 &f1-05;CR . .
06-120:am. (title), (1) and (2), (3) to (6) Register February 2008 No. 626, ef ~ Comm 62.1016 Exit access travel distance. (1) Sub-

gaégﬂ%_cgggcg?gﬂa_%gi” (2) under s. 13.92 (4) (b) 7., Stats., Register Februggyyte the following wording for the requirements, but not the
exceptionsjn IBC section 1016.1:

Comm 62.1004 Egress for outdoor areas.  Substitute (a) Exits shall beso located on each story such that the maxi
the following wording for the requirements, but not tiecep  mumlength of exit access traveheasured from the most remote
tions, in IBC section 1004.8: afds, patios, courts and similar -out pointwithin a story to the entrance to exit along the natural and
doorareas accessible to and usable by the building occugieaits unobstructegpath of egress travel, shall not exceed the distances
be provided with means of egress as required by this chafiter givenin Table 1016.1.
occupantoad of such outdoor areas shall be basethe antici (b) Where the path odxit access includes unenclosed stair
pateduse. Where outdo@reas are to be used by persons in-addizaysor ramps within the exit access, the distance of travel on such
tion to the occupants of the building, and the path of egra@ssl meansof egress components shall also be included in the travel
from the outdoorareas passes through the building, means distancemeasurementThe measurement along stairways shall
egresgequirements for the building shall based on the sum of be made on a plane parallel and tangent to the stair tread nosings
the occupant load of the building plus the outdoor areas. in the center of the stairway

History: CR 06-120: crRegister February 2008 No. 626, 8F1-08. (2) Substitutethe following wording for the exception 3. in
. . IBC section 1016.1: In other than occupancy Groups H and |, the

Comm 62.1007 Accessible means of egress. Substi it accessravel distance to a maximum of 50 percent of the exits
tute the following wording for the requirements under IBC Sectiold nermitted to be measured from the most remote point within a
lQP7'3%XCﬁpt'0n 3. fTh$ clear width of 43 inches between-hang jiiqing to an exit using unenclosed stairways or ramps when con
[)?Ji%ﬁ]n sct)r?agirl(i:}?}sg ﬂ:gtlgg nl?it ri?jutﬁoua%gﬁlttvsitﬁr:r;vnagz t'(;‘ nectinga maximum of 2 stories. The two connected stories shall
matic s%rinkler system install?ad Fljr? accorda?wjm IBC section be provided with at least two means of egress. Such intercon
903.3.1.10r 903.3.1.2 nectedstc;nes shall not be open to other stories. The measurement

History: CR 06-120: crRegister February 2008 No. 626, 8F1-08. anngs_talrways Sh.a" b(.:'\ made on a plane par_aIIeI and tangent to
the stair tread nosings in the center of the stairway

Comm 62.1008 Doors, gates and turnstiles. (3) Thisis a department exception to the requirements in IBC
(1) CLEAR DOOROPENINGSFORNONACCESSIBLESTALLS. Thisisa section1016.1: In other than occupancy Groups H arekit,
department exception to the requirements in IBC sectio@ccesdravel distance is permitted to be measured from the most
1008.1.1: The clear door opening for a nonaccessible toilet staigmotepoint within a building to an exit using unenclosed stair
shower stall, or other similar compartment, may be less thamaysor ramps in the first ansecond stories in building equipped
32-incheswide. throughoutwith an automatisprinkler system in accordance with

(2) DOOR ARRANGEMENT. This is adepartment exception to IBC section 903.3.1.1. The first and second stcfesd| be pro
therequirements in IBC sectidt008.1.7: Where ample maneu videdwith at least two means of egress. Such interconnected sto
vering space is provided between the doors such that use by'igg shall not be open to other stories. The measureaieng
individual in a wheelchair will not block the operation of thestairwaysshall be made on a plane parallel and tangent to the stair

.Comm 62.1015 Refrigerated spaces. Substitute the
T:(L)]Iowing wording for the exception in IBC section 1015.5:
nffhere using refrigerants in quantities limited to the amounts
Dasedon the volume set forth in ch. Comm 45.

History: CR 06-120: crRegister February 2008 No. 626, 8F1-08.

doors. treadnosings in the center of the stairway
History: CR 06-120: crRegister February 2008 No. 626, 8-1-08. History: CR 06-120: crRegister February 2008 No. 626, 8f1-08; correction
madein (3) under s. 13.92 (4) (b) Btats., Register February 2008 No. 626, ef
-1-08.

Comm 62.1009 Solid risers not required.  Substitute

the following wording for the exception 2. in IBC section Comm 62.1017 Corridor continuity . This is adepart

Lmentexception to the requirementsIBC section 1017.5: Other
Spacer rooms constructed as required for corridors, and that are
History: CR 06-120: crRegister February 2008 No. 626, &-1-08. adjacento a fire-resistance-rated corridshall not be construed
asintervening rooms; anchay be open to the corridor when all of

Comm 62.1014 Exitaccess. This is a department exeep the following are satisfied:
tion to the requirements in IBC section 1014.3: The length of a (1) The spaces are not occupied for hazardous uses.

RegisterJune 2009 No. 642


http://docs.legis.wisconsin.gov/code/admin_code

File inserted into Admin. Code 7-1-2009. May not be current beginning 1 month after insert date. For current adm. code see:
http://docs.legis.wisconsin.gov/code/admin_code
Comm 62.1017 WISCONSINADMINISTRATIVE CODE 26

(2) Thespaces are not occupied for the incidental uses listed(b) Nonoccupiable spaces accessed only by ladders, catwalks,

in IBC Table 508.2. crawl spaces, freight elevators, very narrpagsageways, or tun
(3) Thespaces ararranged so as to not obstruct access to tAglsare not required to be accessible.
requiredexits. History: CR 06-120: crRegister February 2008 No. 626, 8F1-08.

History: CR 06-120: crRegister February 2008 No. 626, 8+1-08.
Comm 62.1104 Accessible route. (1) GOVERNMENT-

Comm 62.1019 Minimum number of exits. (1) Sub- OWNED OR-OPERATEDFACILITIES. This is a department limitation
stitutethe following wording for the requirements in IBC sectioto the exception in IBC section 104.4, Exceptionl.:
1019.1: All rooms and spaces within each story shall be provid€&bvernment—-ownedr —operated facilities that are outside the
with and have access to the minimum number of approved indeopeof sub. (2) and IBC sectiori04.3.2.
pendenexitsrequired by @ble 1019.1 based on the occupant load (2) Two sTory BUILDINGS OR FACILITIES. Substitute the fel
of the story For the purposes of this chaptercupied roof shall |owing wording for exception 4. under IBC sectiorl(4.4:

be provided with exits asequired for stories. The required UM herea two story building or facilityincluding a government-
ber ofexitsfrom any storybasement or individual space shall bgwned or —operated building or facilityhas one story with an

maintaineduntil arrival at grade or the public way occupantoad of five or fewer persons that does not contain public
(2) Theseare department exceptions to the requirements usespace, that story shall not be requitede connected to the
IBC section 1019.1: story above or below
(a) As modified by IBC section 1015.1. History: CR 06-120: crRegister February 2008 No. 626, &f-1-08.

(b) As modified by IBC section 1019.2. ) ) )
(c) Rooms and spaces within each stprgvided with and ~_Comm 62.1107 General dwelling unit and sleeping
havingaccess to a means of egress that complies with Exceptijit exceptions. - (1) Groupl. (a) Group I-1. Substitute the
3 or 4 in IBC section 1016.1 shall not be required to be provid&llowing wording for the requirementbut not the exception, in
the minimumnumber of approved independent exits required BC section 107.5.1.2: In structures with threemore dwelling
Table1019.1 on each stary or sleeping units intended to be occupiecha®sidence, every
(d) Buildings of Group 1-3 occupancy that aied as guard dwelling and sleeping unit intended to be occupied @s@ence
towers, provided the towers are no higher ttastories above Shallbe a ¥pe B unit.
grade,accommodate no motkean 10 occupants, and have a travel (b) Group -2 nursing homesSubstitute the following word
distanceof no more than 75 feet. ing for the requirementbut not the exception, in IBC section
History: CR 06-120: crRegister February 2008 No. 626, 8+1-08; correction 1107.5.2.2:In structures with three or more dwelling or sleeping
mgdgtz%(af(g}l(_bgsa”d (c) under s. 13.92 (4) (b) 7., Stats., Register February 2Qfi§its intended to be occupied as a residence, every dwelling and
CRem ' sleepingunit intended to be occupied as a residence shall be a

Comm 62.1020 \Vertical exit enclosures.  The excep 1YP€B unit

tions4., 8., and 9. in IBC section 1020.1 areinctuded as part () Group 1-2 hospitals.Substitute the following wordinigpr
of this code. the requirement, but not the exception)BC section 107.5.3.2:

History: CR 06-120: crRegister February 2008 No. 626, &-1-08. In structures with three or more dwelling or sleeping units
intendedto be occupied as a residence, every dwelling and-sleep
Comm 62.1101 Design. These are department rules ing unitintended to be occupied asesidence shall be g€ B
additionto the requirements in IBC sectioh0LL.2 and ICC/ANS| unit.
A117.1sections 1003 and 1004: (2) GrouprR. (a) Group R-1. Substitute the following word
(1) TyPEA AND TYPE B UNITS. (a) Circuit breakers. Circuit  ing for the requirementput not the exception, in IBC section
breakers, when provided for use by tenants in occupancies wi#f07.6.1.2:In structures with three or more dwelling or sleeping

dwelling and sleeping units, shall comptjth ICC/ANSI A117.1 unitsintended to be occupied as a residence, every dwelling and
section309.2 and 309.3. sleepingunit intended to be occupied as a residence shall be a

(b) Doors and doorways.A renter of a dwelling unit may 1YP€B unit.
request the landlord to install lever door handles on any doors(b) Group R-2. 1. ‘Apartment housesponasteries and con
inside the dwelling unit or install single-lever controls on anyents.” Substitute the following wording for the requiremémi,
plumbingfixtures used by the renteThese controls shall be pro notthe exception, in IBC sectiorl07.6.2.1.2: Where thesre
vided and installed by the landlord at no additional cost to thiBreeor more dwelling units or sleepingits intended to be occu
renter. piedas a residence in a single structure, edevglling unit and
Note: These requirements are based language from s. 101.132 (2) (a) 4., St&leepingunit intended to be occupied as a residence shall be a
(2) R-20CCUPANCYTOILET AND BATHING ROOMS. (8) Whentei  TypeB unit.
let and bathing rooms are provided in dwelling units and sleeping 2. ‘Boarding houses, dormitories, fraternity houses and-soror
unitswithin an R-2 occupancy the rooms shall conform to IC@# houses.’ Substitute the following wording for the requirement,
ANSI A117.1 section 1004113.2 andwith the requirements butnot the exception, in IBC sectiond7.6.2.2.2: Where there
specifiedunder par(b). are three or more dwelling units or sleeping units intended to be
(b) The minimum clear floor space provided at bathtubs ag§cupiedas a residence in a single structeneery dwelling unit
transfershowers shall be designed to facilitate a person using'3ds/eeping unit intended toe occupied as a residence shall be

wheelchairto reach and operate the bathtub or transfer shovetYP€ B unit.

controlswithout entering the bathtub or transfer shower (c) Group R-4. Substitute the following wording for the
History: CR 06-120: crRegister February 2008 No. 626, &-1-08. requirementput not the exception, in IBC sectioh(f.6.4.2: In
structureswith three or more dwelling @leeping units intended
Comm 62.1103 Scoping requirements. to be occupied as a residence, every dwelling and sleeping unit
(1) DeTacHED BUILDINGS. The requirementsn IBC section intendedto be occupied as a residence shall bgpe B unit.
1103.2.4are not included as part of this code. (3) SITEIMPRACTICALITY. (a) Petition for variance.This is a

(2) LiMITED ACCESSSPACES. Substitute the following wording departmentrule in addition to the requirements in IBC section
for the requirements in IBC sectiof(3.2.8: (a) Storage spacesl107.7.4: In accordance with s. 101.132 (2) (b)ahd (c) 2.,
that do not include permanent workstations, are infrequent8tats. the owner may requeatreduction in the number ofe
accessefthy employees, and are not open to the general public &®r Type B dwelling units due to sitepracticality through the
not required to be accessible. petition for variance procedures specified in ch. Comm 61.
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(b) Condition. Substitute the following wording foondition (2) INSTALLATION REQUIREMENTS. (a) Except as provided in péb), the owner
1 under IBC sectiori107.7.4: Not less than 50% of the unit#faresdentlal buildinghall install a carbon monoxide detector in all of the follow

h . . ng places not later than the date specified under(@ar
reqwredby IBC section 107.7.1 on the site areyﬂ'e Aor 'E/pe 1. In the basement of the building if the basement has a fuel-burning appliance.

B L!nits- ) 2. Within 15 feet of each sleeping area of a unit that has a fuel-burning appliance.
History: CR 06-120: crRegister February 2008 No. 626/, &-1-08. 3. Within 15 feet of each sleeping area of a timitt is inmediately adjacent to
aunit that has a fuel-burning appliance.
Comm 62.1110 Signage. (l) PUBLIC PARKING. (a) Gen- 4. In each room that has a fuel-burning appliance and that issed as a sleeping

. > . A area.A carbon monoxideletector shall be installed under this subdivision not more
eral. Substitute the following wording for the requirements fohan7s feet from the fuel-burning appliance.

location 1 in IBC section 110.1: Except as specified péb), 5. In each hallway leading from a unit that has a fuel-burning appliance, in a loca
accessible parking spaces required in IBC secti®6 for the tion thatis within 75 feet from the unit, except that, if there is no electrical outlet

generalpublic shall be identified with a sign complying With themislesiseoat butiet m e hallia ¢ carmonoxide detector at the closest

accessiblgarking sign requirements specified in s 200.07. (b) If a unit is not part of a multiunit building, the owner of the residential building
(b) Exceptions.1. ‘Small parking facilities.’ Accessible park neednot install more than one carbon monoxide detector in the unit.
ing spaces requiréd by IBC sectioh0B.1 are'notequired to be (c) 1. Except as provided under subd. 2., the owner of a residential building shall

h . - .~ . complywith the requirements of this subsection before the building is occupied.
signed when the total number of parking spaces provided is foUr; “The owner of a residential building shall comply with the requirements of this

or less. subsectiomot later than April 1, 2010, if construction of the building was initiated
‘ ; : ) : . beforeOctober 1, 2008, or if theepartment approved the plans for the construction
2 I_Emplc_Jyee and resident parklng. ACCESS'kag of the building under s. 101.12, Stats., before October 1, 2008.
fac!I!tles identified fO[’ use only by employee.S of any bUl!dlﬂg, O (d) Any carbon monoxide detector that bears an Underwriters Laborabocies,
facility or by tenants in Group R—2 occupancies may be identifi@gling mark or similar mark from an independent product safety certificatiga: or
with signs other than the srahs 200.07 signs. nization satisfies the requirements of this subsection.

- (e) The owner shall install every carbon monoxide detector required by this sub
(2) DIRECTIONAL AND INFORMATIONAL SIGNS. (a) Substitute sectionaccording to the directions asgecifications of the manufacturer of the-car

the following wording for the introductory paragraphlBC see  bonmonoxide detector
tion 1110.3: Signsindicating directional information or informa  (3) MAINTENANCE REQUIREMENTS. (a) The owner of a residential building shall
tion about functional spaces or signage indicating specissi reasonablynaintain everygarbon monoxide detector in the residential building in the

bilit . hall b ided foll . mannerspecified in the instructions for the carbon monoxide detector
llity provisions shall be proviaed as Tollows: (b) An occupant of a unit in a residential building may give the owner of the resi

(b) This is a department informational note to be used undtential building written notice that a carbon monoxide detector in the residential
IBC section 110.3 building is not functional or has been removed by a person ttharthe occupant.
o ' ) . ) The owner of the residential building shall repair or replace the nonfunctional or
Note: Refer to s. 101.12%tats., for requirements for designating smoking areagjssingcarbon monoxide detector within 5 days after receipt of the notice.
History: CR 06-120: crRegister February 2008 No. 626 &F1-08. (c) The owner of a residential building is not liable for damages resulting from
any of the following:

Comm 62.1200 Carbon monoxide alarms Theseare 1. Afalse alarm from a carbon monoxide detector if the carbon monoxide detec
d " t | . dditi tah - t n IBC chapt tor was reasonably maintained by the owner of the residential building.
epar mentules in adaition € requirements In Chapter 5 The failure of a carbon monoxide detector to opgraiperlyif that failure
12: wasthe result of tampering with, or removal or destructiorihef,carbon monoxide
(1) DerINITIONS. In this section: detector by a person other than the owner or the resufaaftg alarm that was rea

. . - . ) . sonablymaintained by the owner as required under (@r
(2) “Dwelling unit” has the meaning as given in s. 101.61 (1), 2. The installation of carbon monoxide alarms or detectors in
Stats. accordancaith s. 101.149 (2) and (3), Statshall be throughout

Note: Section 101.61 (1) read$Dwelling unit” means a structure or that part of i P i ildis i
astructure which is used or intended to be used as a home, residence or sleepingt %l%g.tll{j’)eljltl)(lijllrg(gng where a portion of the bu”dlmll‘Ides aresi

by one person or by 2 or more persorantaining a common household, to the exclu €

sionof all others. 3. The installation of carbon monoxide alarms or detectors in
(b) “Fuel-burning appliance” means a device that is installedijacentunits required under s. 101.149 (2) (a) 3., Stats., shall

in a building and burnfssil-fuel or carbon based fuel where-carapplyto those units located on the same floor level.

bon monoxide is a combustion by-product, including stoves, 4 The 75-foot installation limit specified under s. 101.149

ovensgrills, clothes dryers, furnaces, boilenster heaters, heat (2) () 5., Stats., shall be measured from the door of the unit along

ers,fireplaces and stoves. _ ~ thehallway leading from the unit.
(c) “Residential building’has the meaning as given in s. 5 The installation of carbon monoxide alarms or detectors is
101.149(1) (b), Stats. not required in buildings if construction of the building was initi

Note: Section 101.149 (1) (b) reads: “Residential building” means a tourist rooted before October 12008, or if the department approved the
ing house, a bed and breakfast establishmemtnypublic building that is used for | £ h K ,f he buildi d 1
sleepingor lodging purposes. “Residential building” does not incladiespital or Plansfor the construction of the building under s. Comm 61.30,

nursinghome. providedthe building does not have an attached enclosed garage
(d) “Sealed combustion appliance” means a listed appliangBdeither of the following circumstances applies:
that acquires all air for combustion through a dedicated sealed a. All of the fuel-burningappliances in the building are of a

passagérom the outside to a sealed combustion chamber and s#laled—combustiotype that are covered by the manufacturers’
combustionproducts are vented to the outside through a separatg@rrantiesagainst defects.

dedicafedsea.led vent,., _ o b. All of the fuel-burning appliancea the building are of
(e) “Sleeping area” has the meaning as given in s. 101.145 bhled-combustiotype that are inspected in accordance with
(b), Stats. sub.(3) or rules promulgated by the department of hesgthices

Note: Section 101.145 (1(pb) reads: “Sleeping area” means the area of the uni
in which the bedrooms or sleeping rooms are located. Bedrooms or sleeping ro Qers' 254.74 (1) (am)’ _Stats'

separated by another use area such as a kitchen or living room are separate sleepifp) 1. Carbon monoxide alarms shall conform to UL 2034.
areasbut bedrooms or sleeping rooms separateddattaoom are not separate sleep

ing areas. ~ 2. Carbon monoxide alarms shall be listed and labeled identi
(2) INSTALLATION. (2) 1.Listed and labeled carbon monoxiddYing conformance to UL 2034.
alarmsor detectors shall be installed at locatiepscified in s. 3. Carbon monoxide detectors and sensors as part of a gas

101.149(2), Stats., and maintained in accordance with s. 101.1détectionor emegency signaling system shall conform to UL

(3), Stats.,in buildings, including buildings existing on October2075-

1, 2008, which are residential buildings or include residential (c) Carbon monoxide alarms to be installed in a building shall

buildings, and contain fuel-burning appliances, except as prbe wired tothe building$ electrical service and include battery

videdin subd. 4. secondarypower supplies, if either dhe following conditions
Note: Section 101.149 (2) and (3), Stats., reads: applies:
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1. Plans for the construction of the building weubmitted Comm 62.1210 Toilet rooms. These are department
for review under s. Comm 61.30 on or after October 1, 2008. rulesin addition to the requirements in IBC section 1210.5:

2. Construction of the building was initiated on or after ©cto (1) Privacy AND Access. Every toilet room shall be enclosed
ber 1, 2008,if plans were not required to be submitted angndseparated from other areas of the building in a manner that will
approvedunder s. Comm 61.30. ensureprivacy of the users of the toilet rooms. Restriction of

(d) Carbon monoxide alarms to be installed within a dwellingccesdo toilet rooms, such as by use of key locks or other similar
unit shall be interconnected so that activation of one alarm wilkvices,is prohibited, except as provided in sub. (2).
causeactivation of all alarms within the dwelling unit, if either of (2) ExcepTions. (a) Toilet rooms for a servicer filling sta

the following conditions applies: o _ tion that are accessed from the exterior may be key locked.
1. Plans for the construction of the building were submitted (b) A self-service fillingstation that has a key— or card-oper

for review under s. Comm 61.30 on or after October 1, 2008. atedfuel dispensinglevice which can be used while the station is

2. Construction of the building was initiated on or after ©ctq,nattendechy an employee is not required to have toilet rooms
ber 1, 2008, if plans were not required to be submitted angyajlableduring the unattended periods.

approvedunder s. Comm 61.30. : - .

(3) INSPECTIONOF SEALED COMBUSTION APPLIANCES. (&) The (¢) Single-occupant toilet rooms may have privacy locks.

MY - = . History: CR 00-179: crRegister December 2001 No. 55%, &-1-02;CR

ownerof a building or their agent shall arrartfpe inspection of 06-120renum. Comm 62.1209 to be Comm 62.1am€ am. (intro.) Register Feb
sealedcombustion appliances and the vents and chimneys servig#jy 2008 No. 626, &f3-1-08.
the appliances under sub. (2) (a) 5. b. )

(b) Pursuant to sub. (2) (8) b., the inspection of the sealed €OMM 62'14O5h Wall coverings. (1) EXTERIOR WIN-
combustionappliances, vents and chimneys shall be foptire DOWSAND DOORS. The requirements IBC section 1405.12 are
pose of determining carbon monoxide emission levels. not included as part of this code.

(c) Pursuant to sub. (2) (a) 5. b., the inspection of the sealec(2) POLYSTYRENE SHEATHING. This is a department rule in
combustionappliances, vents and chimneys shall be performed@gditionto the requirements in IBC section 1405.13.1:
leastonce a year (a) Extruded polystyrene sheathing having all of the character

(d) For the propose of sub. (2) (a) 5. b., the inspection of tiféicsin par (b) may be utilized as the required backing material
sealedcombustion appliances, vents and chimrshal be per for vinyl siding when useth accordance with all of the limitations
formedby an individual who holds a certification issued under 8 pat (c).

Commb5.73 as an HYC qualifier. (b) 1. Extruded, rigid, and cellular

(e) If upon inspection, the carbon monoxide emissions from 2. Type IV, as specified in ASTM C 578.
afuel burning appliance, vent or chimney are not within marufac 3. Thickness of at least one inch.
turer’s specifications, the appliance may not be operated until (c) 1. On—center stud spacing of 16 inches or less
repairedor carbormonoxide alarms or detectors are installed in ) . '
accordancavith s. 101.149 (2) and (3), Stats. 2. Mean roof height of 40 feet or less.

(4) OrDERs. Pursuant to s. 101.149 (6) (B}ats., the depart 3. Wind exposureeategory of B or C, as established in IBC
mentmay issue orders for a violation of the provisions of this segction 1609.4; and the building is not sited on the upper half of
tion. dnisolated hill or escarpmemteeting conditions 1, 2, and 3 in
) o, . . IBC section 1609.1.1.1.

(5) PeNALTES. Violation of the provisions of this sectishall  hisiory: CR 04-016: crRegister December 2004 No. 588, &1-05;CR
be subject to the penalties provided under s. 101.149 (8), Stat¥-120:am. (2) (c) 3. Register February 2008 No. 626 3f1-08.

Note: Section 101.149 (8), Stats., reads:
(8) PENALTIES. (a) If the department of commerce or the department of health Comm 62.1407 Metal composite materials.

servicesdetermines after an inspection of a building under this section or s. 254 . f . .
(1g) that the owner of the building has violated sub. (2) or (3), the respectivedepg APPROVAL. Substitute the following wording for the require

mentshall issue an order requiring the person to correct the violation within 5 daytentsin IBC section 1407.5: Results of approved tests engh

or within such shorter period as the respective department determines is necess i i i i
protectpublic health and safetylf the person does not correct the violation withinam‘a@nngémaIySIS shall be made available to the COﬁemifUpon

thetime required, he or she shall forfeit $50 for each day of violation occurring af@duesto verify compliance with the requirements of IBC chapter
thedate on which the respective departniienis that the violation was not corrected. 16 for wind loads.

(b) If a persoris chaged with more than one violation of sub. (2) or (3) arising : :
out of an inspection of a building owned by tiperson, those violations shall be (2) FlRE'RES_BTANCER’_AT'NG' SUb_SmUte the foIIowmg word
countedas a single violation for the purpose of determining the amount of a forfeitdfeg for the requirements in IBC section 1407\8here MCM sys

underpar (a). _ ) i ) temsare used on exterior wallsquired to have a fire-resistance
(c) Whoever violates sub. (4) is subject to the following penalties: ~ ratingin accordance witlBC section 704, evidence shall be made
1. For a first ofense, the person may fieed not more than $10,000 or impris . . § . .

onedfor not more than 9 months, or both. availableto the code dicial upon request that the required fire—

2. For a 2nd or subsequentenfse, the person is guilty of a Class | felony ~ resistance rating is maintained.

History: EmRO0826: emerg. creff. 10-1-08; CR 08-085: crRegister May ; . ;
2009No. 641, eff. 6-1-09; coections in (3) (a) to (d) and (4) made under s. 13.92 (3) LABELING. The requirements IBC section 1407.13 are

(4) (b) 2. and 7., Stats., Register May 2009 No. 641. notincluded as part of this code.
History: CR 00-179: crRegister December 2001 No. 55Z, &-1-02;CR
; 1 ; 04-016:cr. (4) Register December 2004 No. 588, £f1-05; CR 06-120: am. (title)
f ”COmm 62‘:!'204 Interior _enwronment. SubStlt.Utethe and(2), r (3), renum. (4) to be (3) and am. Register February 2008 No. 626, ef
ollowing wording for the requirements and exception in €  3-1-0s.

tion 1204.1: Interior spaces intended for human occupsinaly

conformto the IMC. Comm 62.1505 Roof covering classification. The

History: CR 00-179: crRegister December 2001 No. 552, &-1-02;CR i : i i
06-120:renum. Comn62.1203 to be Comm 62.1204 and am. Register Februa'r’;quwen}e?‘?sn Footnote a in IBC dble 1505.1 are not included
2008No. 626, &ff 3-1-2008. spart of this code.

History: CR 00-179: crRegister December 2001 No. 55%, &-1-02;CR
. . 04-016:renum. to be (1), c(2) Register December 2004 No. 588, 1-1-05; CR
Comm 62.1206 Court drainage. Substitute the follow 61507, and recrRegister February 2008 No. 626, 8-1-08.

ing wording and informational notier the requirements in IBC
section1206.3.3: The bottom of every court shall be properly comm 62.1506 Roof covering materials.  Substitute
gradedand drained. the following wording for the requirements in IBC section 1506.3:

Note: See ch. Comm 82 for requirements for storm water piping. ; : icathén
History: CR 00-179: crRegister December 2001 No. 55Z, &-1-02;CR ROOf c_overlng materials shall conform to the applic dards
06-120:renum. Comn62.1205 to be Comm 62.1206 and am. Register Februaligtedin IBC chapter 15.

2008No. 626, €f 3—-1-08. History: CR 00-179: crRegister December 2001 No. 554, &1-02.
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Comm 62.1507 Roof slope. (1) This is adepartment (3) FLoop DESIGN. The requirements in IBC section 1603.1.6
exceptionto the requirements in IBC secti®f07.12.1: Thermo arenot included as part of this code.

setsingle-ply membrane roofs may have a design slopessf  (4) SeeciaL INsTRUCTIONS. The requirements in IBC section
than2 percent, if permitted by the manufactisetterature or list  1603.1.8are not included as part of this code.

Ing criteria. (5) Live LoaDs PosTED. Substitute the following wording for

(2) Thisis a department exception to the requirements in IBBe requirements in IBC section 1603.3: Where the live |dads
section1507.13.1:  Thermoplastic single-ply membrane roofghich each floor oportion thereof of a commercial or industrial
may have a design slope of less than 2 percent, if permitted by Hifiding is or has been designed to exceed 100 pounds per square
manufacturer diterature or listing criteria. foot, such design livéoads shall be conspicuously posted by the

(3) Thisis a department exception to the requirements in IB@vNerin that parof each story in which they applysing durable
section 1507.14.1: Sprayedlyurethandoam roofs may have a signs. It shall be unlawful to remove or deface such notices.
designslope of less than 2 percent, if permitted byntfamufactur (6) OccupraNcy PERMITS. The requirements in IBC section
er’s literature or listing criteria. 1603.4are not included as part of this code.

(4) Thisis a department exception to the requirements in 1B I:|istory: CR 00-179: crRegister December 2001 No. 552, #+1-02;CR
section1507.15.1: Liquid-applied roofs may have a design slo _ggg;ﬁ;_‘“{l‘ﬁ%};&%@‘f’lgg:(?gn?{,‘ﬁ ((df)&i; g”ﬁe(fg)i‘;%iﬁrg ©, '259;33 04
of less than 2 percent, if permitted by the manufactuligerature (3) Register February 2008 No. 626f. &-1-08.
or listing criteria. .

History: CR 04-016: crRegister December 2004 No. 588, &1-05. Comm 62.1604 Alternate evaluations. (1) IN-SITU
LOAD TESTS. Substitute thdollowing wording for the require
Comm 62.1603 Construction documents. (1) FLoor Mentsin IBC section 1604.6: The buildingfiufal is authorized

DESIGNDATA. Item 5 under the exception iBC section 1603.1 t0 require an engineering analysis or a load test, or both, of any
is not included as part of this code. constructiorwhenever there iseason to question the safety of the

(2) RooF snow LoAD. Substitute the following wording for constructiorfor the intended occupancy . .
therequirements in IBC section 1603.1.3: The ground snow logd,(2) ALTERNATE APPROVALS. Substitute the followingvording
Py, shall be indicated. In areas where the ground snowRgad, or the requirements in IBC section 1604.7: Mat.erlals apd-meth
exceedsl0 pounds per square foot, the following additional info2dS Of construction that are not capable of being designed by
mationshall also be provided, regardless of whether snow loa@iProvedengineering analysis or that do not comply with the

governthe design of the roof: applicablematerial design standards listed in IBC chapter 35 shall
(a) Flat-roof snow load® be submitted for approval in accordance with subch. V of ch.
! Comm61.
(b) Snow exposure factae. History: CR 00-179: crRegister December 2001 No. 55X. &-1-02;CR
(C) Snow load importance factdr 04-016:renum. to be (1), c(2) Register December 2004 No. 588, £f1-05.
(d) Thermal factorG. Comm 62.1607 Live loads. (1) RESIDENTIAL FLOOR
(e) Any sloped-roof snow loal. LoADs. Substitute the following wording and live loads for the
(f) Any unbalanced, drift or sliding snow loads. requirementsn line 28 and footnote j of IBCable 1607.1:
Table 1607.1

Minimum Uniformly Distributed Live Loads
and Minimum Concentrated Live Loads)
(Partial Bble)

Occupancy or Use Uniform Concentrated
_ paney (psf) (Ibs)
28. Residential
Three or more attached dwelling units not more than|3
stories high, with separate means of egress for each|unit
Uninhabitable attics without stordge 5
Uninhabitable attics with storalgek 20 —
All other areas except balconies 40
Hotels and Group R-2
Private rooms and corridors serving them 40
Public rooms and corridors serving them 100

j. For attics with storage and constructed with trusses, this live load need only be applied to those portions of the bottom chord where there are two or more adjacent trusses
with the same web configuration capable of containing a rectangle 42 inches high by 2 feet wide dogegetkewithin the plane detruss. The rectangle shall fit between
thetop of the bottom chord and the bottom of any other truss meprbeided that each of the following criteria is met:

i. The attic area is accessible by a pull-down stairway or framed opening in accordance with Section 1209.2, and
ii. The truss shall have a bottom chord pitch less than 2:12.
iii. Bottom chords of trusses shall be designed for the greater of actual imposed dead load or 10 psf, uniformly distributed over the entire span.

(2) CoNcENTRATEDLOADS. Substitute the following wording IBC Table 1607.6, but shall not be less than 50 poundsopetre
for the requirements in IBC section 1607.4: Floors and other sirfoot. Actual loads shall be used where they are greater than the
lar surfaces shall be designed to supgwetuniformly distributed loadsspecified in the table.
live loads prescribed in IBC section 1607.3 or teacentrated 4H:)slttéry: CRt005179rlchzegi§1ter %ecsen&ber, %OOI% No. SbSZf,ng(—)‘ll-,\(l)Z;gaf%B
load, in poundsgiven in IBC Bble 1607.1, whichever produces)* CASTen. 1 (3), o1, (), ane ©) eqster becember 2004 No. 585,
the greater load &cts. Unless otherwise specified, the indicateshosNo. 626, ef 3-1-08.
concentratiorshall be assumed to be uniformly distributed over
anarea 2.5 feet by 2.5 feet ashlall be located so as to produce Comm 62.1608 Snow loads. (1) UNBALANCED SNOW
the maximum load décts in the structural members. LoADs. This is a department alternative to the requiremenBGn

(3) TRUCK AND BUS GARAGES. Substitute the following word section1608.1: Unbalanced snow loads on a hip or gable roof
ing for the requirements in IBC section 1607 8linimum live may be calculated in accordance with the following equation:
loadsfor garages having trucks or buses shall be as specified in S = §(Ig(CprCwWCLCa)
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Where: Comm 62.1613 Earthquake loads. (1) Exception lin
S = Alternate unbalanced roof snow load IBC section 1613.1 is not included as part of this code.
Ss = Ground snow load from IBC Figure 1608.2 s (ngrtTglfetr:iesqgggénents in IBC section 1613.4 are not included
s = Importance factor from IBC section 1608.1 [ASCE ablé (3) Thisis a department informational note to be used under
7-4] IBC section 1613.5:
Cp, = Basic roof snow load factor of 0.8 Note: An interactive Vébsite maintained by the U. S. Geological Service, at
http://earthquake.usgs.gov/research/hazmaps/desamie used in lieu of IBC Fig
Cw = Wind exposure factor of 1.0 ures1613.5 (1) and (2) to determine the spectral response acceleration values for an
Cs = Slope factor; seeables 62.1608-1 and 62.1608—2 inputtedzip-code area.

. History: CR 06-120: crRegister February 2008 No. 626, 81-08.
Ca = Accumulation factor; seeable 62.1608-3 o
Comm 62.1700 Structural tests and special inspec -

Table 62.1608-1 tions. The requirementén IBC chapter 17, except for the
Non-Slippery Roof requirementsn IBC sections 1710 to 1715, are not included as
Roof Slopea Factor, Cs partof this code. _
g History: CR 00-179: crRegister December 2001 No. 55%, &-1-02;CR
00( <30 _ _ 1.0 § 06-120:am. Register February 2008 No. 628, 2F1-08.
30 <a<70 (70 —a) /40 . - o
70 <a 0 Comm 62.1802 Foundation and soil investigation.
ZSuch th shindi (1) GeNERAL. Substitute the following wording for thequire
uch as with shingles. mentsin IBC section 1802.1: Foundation and soils investigations
Table 62.1608-2 shall be conducted in conformance with IBC sections 1802.2
Unobstructed Sli Roof through1802.6.
ppery Roo . . .
Roof Slopea Factor. Cs (2) WHERE REQUIRED. Substitute thdollowing wording for
— . the requirements, but not the exception, in IBC secfiBf2.2:
a< 15 . . 1.0 _ The owner or applicant shall make a foundation and $oilss
15 <a <60 (60 —a)/45 tigation available to the building fitial, upon request, where
60 <a 0 requiredin IBC sections 1802.2.1 through 1802.2.7.
a Where snow and ice can slide completefy siich as with steel. (3) QuEsTiONABLESOIL. Substitute the following wordinipr
therequirements in IBC section 1802.2 Where the classifica
Table 62.1608-3 tion, strength or compressibility of the soil is in doubt, or where
Accumulation Factor a load-bearing value superior to that specified in this code is
Roof Slope,a Factor, Ca claimed,an investigation complying with the provisions of IBC
a<15 N/A. Analysis for bal sections1802.4 through 1802.6 shall be made.
B anced loading only 4) EXPANSIVESgILS. Substit8uct)§ tgezfoIIowing]\/or(Ijil?gI f(?nr the
> s s requirementsn IBC section 1802.2.2: In areas likely have
150 Q= 200 0.25 +a /20 expansivesoil, soil tests shall be conducted to determine where
20 <a <90 1.25 suchsoils do exist.
(2) ExisTING ROOFs. These are department rules in addition to History: CR 00-179: crRegister December 2001 No. 55X, &-1-02;CR
the requirements in IBC section 1608.1: 06-120:am. (3) Register February 2008 No. 626, 2f1-08.

(@) Buildings on the same @perty. 1. Where an existing roof,  comm 62.1803 Grading and fill in flood hazard

regardles®f the date of its construction, is horizontally within 18,045 The requirements in IBC section 180aré& not included
feetof a proposed, taller structure on the same prod&®/see aspar't of this code.

tion ;608'10" an .alt.emate recognized engmee_nag]od Sh".i". be History: CR 06-120: crRegister February 2008 No. 626, 8-1-08.
appliedto the existing roof, to address any drifting or sliding of
snowonto the existing roof, as caused by the taller structure. ~ Comm  62.1805 Footings and foundations.

2. Where an analysisnder subd. 1. shows that an existingl) ALTERNATE SETBACKAND CLEARANCE. Substitute the follow
roof or corresponding supporting elemewth not be adequate to ing wording for the requirements in IBC section 1805.3.5: Alter
support the additional snow load caused by the taller structure, tla¢esetbacks and clearances are permitted, subject to the approval
existingroof or supporting elemenghall be strengthened to sup of the building oficial.

portthose loads, in accordance with this code. (2) SHALLOW POSTFOUNDATIONS. This is a department alterna
(b) Buildings on adjoining mperties. Where an existing roof, tive to the requirements IBC section 1805.7.2: The design crite
regardles®f the date of its construction, is horizontally within 1%iz in ANSI/ASAE EP 486.1 may be used in lieu of the design cri
feetof a proposed, taller structure on an adjoining prop&T®y/ teriain IBC section 1805.7.2.
ownerof theproposed structure shall notify the adjoining owner History: CR 00-179: crRegister December 2001 No. 552, &-1-02;CR
of the potential for increased structul@ds on the existing roof, 04-016:renum. to (1), cr(2) Register December 2004 No. 588, &f1-05; CR
dueto sliding or drifting of snowas caused by the taller structure?6-120:. and recr(2) Register February 2008 No. 626, 8f1-08.
History: CR 00-179: crRegister December 2001 No. 55%, &-1-02;CR

04-016:cr (3) and (4) Register December 2004 No. 588 lefl-05; CR 06-120: ~ Comm 62.1807 Flood hazard areas. The requirements
r. (1) and (2), renum. (3) and (4) to be &hy (2) and am. (1) (intro.), (2) (intro.) and in IBC section 1807.1.2.1 are not included as part of this code.
(a) 1. Register February 2008 No. 626, 8f1-08. History: CR 06-120: crRegister February 2008 No. 626, &-1-08.

Comm 62.1611 Roof drains. This is a department infor Comm 62.1808 Pier and pile foundations. (1) DerI-
mationalnote to be used under IBC section 1.1 NITION OFNEUTRAL PLANE. This is a department definition in addi
Note: See ch. Comm 82 for requirements to not connect a secandérdrain  tion to the definitions in IBC section 1808.1: NEUTRRLANE.
systemto a primary 100f-drain system, and to disgeaa secondary roof-drain sys A pile’s neutral plane ithe level at which drag load, accumulated
emto the grouna surface. _ . .
History: CR 04-016: crRegister December 2004 No. 588, &f1-05. from the top down, added to the long-term static service load,

equalsthe upward acting shaft resistaracumulated from the
Comm 62.1612 Flood loads. Therequirements in IBC Pottomup, added to the piketoe resistance. 3
section1612 are not included as part of this code. (2) DownDRAG. This is a departmentile in addition to the
History: CR 00-179: crRegister December 2001 No. 554, &F1-02. requirementsn IBC section 1808.2.2: Investigations and reports
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for pier or pile foundations shall include analysis of whethd809.1.3: Any substantial sudden increase in rate of penetration
downdragis anticipated. Where downdrag is anticipated, thaf a timber pile shall be investigated for possible damage. If the
reportshall include a determination of the position of the pile’suddenincrease in rate of penetration cannotbeelated to soil
neutral plane, an estimate of the soil settlement at the neutsalatathe pile shall be removed for inspection or rejected, or shall
plane,and a determination of the maximum load at the neutita¢ assigned a reduced capacity commensurate with the loss of
plane. end-bearingn lieu of removing or rejecting the pile.

(3) DETERMINATION OF ALLOWABLE LOADS. Substitute the fol History: CR 00-179: crRegister December 2001 No. 55%, &-1-02;CR

: ) ( : . 06-120:renum. Comm®2.1808 to be Comm 62.1809 and am. Register Feb
lowing wording for the requirements in IBC section 1808.2.8.Li00gNo. 626, & 3-1-08. o be Lomm and am. Register Februaty

(a) The allowable axial anidteral loads on piers or piles shall ) )
be determined by an approved formula, load tests or statily- Comm 62.1810 Concrete pile foundations.
Sis. (1) DIMENSIONSFORDRILLED ORAUGEREDUNCASEDPILES. Substi
(b) The factor of safety to be used for pier or pile design shidte the following wording for the exception in IBC section
dependon the extent of field testing performtverify capacity 1810.3.2: The length of the pile igermitted to exceed 30 times
(c) Ifthe ultimate capacity is assessed solely by siatdysis, the diameterprovided that the design and installation of the pile
aminimum factor of safety of 3.0 shall be applied to the ultimaf@Undationis under the direct supervision of a registered design
capacityto determine allowable load capacity professionaknowledgeable in the field of seilechanics and pile
(d) If only static analysis and dynamic field testing are pefoundations. .
formed,a minimum factor of safety of 2.5 shall be applied to the (2) DIMENSIONSFORDRIVEN UNCASEDPILES. Substitute the fel
ultimate capacity to determine load capacity lowing wording for the exception itBC section 1810.4.2: The
(e) If one or more static load tests are performed, in addititf!gthof the pile is permitted to exceed 30 times the diaparter
to a static analysis, a minimum factor of safety of 2.0 shall iyéded that the design and installatiai the pile foundation is
appliedto the ultimate allowable capacity underthe direct supervision of a registered design professional
(f) A minimum factor of safety of 2.0 shall be used for Occupknowledgeablén the field of soil mechanics and pile foundations.
B g . History: CR 00-179: crRegister December 2001 No. 557, &~1-02;CR
able StrUCtureS.prOWded that alltb® conditions in pars. (a) to (6)06—120:¥enum. Comrr62.1809gto be Comm 62.1810 and am. Register February
aremet. A minimum factor of safetyf 1.5 may be used for non—2008No. 626, f 3-1-08.
occupiablestructures, provided that the deep foundations are
requiredonly to control settlement, and it can téemonstrated Comm 62.1901 General requirements for concrete.
thatdeep foundations are not required to prevent a bearing-cagag CoNsSTRUCTIONDOCUMENTS. The requirements in IBC section
ity failure. o . 1901.4are not included as part of this code.
(4) Loap TESTs. This is a department alternative to the (2) SpeciaL INsPECTION. The requirements in IBC section
requirementsn IBC section 1808.2.8.3: The ultimate capacity 0f901.5are not included as part of this code.
the pile shall be defined as the load at which the aveuileleead  History: CR 04-016: crRegister December 2004 No. 588, &1-05; CR
deflectionis defined by the following equation: 06-120:r. and recrRegister February 2008 No. 626, 81-08.

0 = (PIAE) +0.15" + (B/120) Comm 62.1903 Specifications for concrete.  Substi
Where: tute the following wording forthe requirements in IBC section

_ : T 1903.1: Materials used to produce concrete, concrete itself and
0= average pile head deflection, inches testing thereof shall comply with ttegplicable standards listed
P = applied load, pounds in ACI 318.

= ni i History: CR 04-016: crRegister December 2004 No. 588, &F1-05;CR
| = pile length, inches 06-120:am. Register February 2008 No. 626, & 1-08.
A = transformed pile area of pile (to steel) ) ‘ .
E = modulus of elasticity (of steel) Comm 62.1908 Deletions. (1) Exception (a) in IBC sec

tion 1908.1.15 is not included as part of this code.

B = outside diameter (or width) of pile, inches (2) The exception under (b) in IBC section 1908.1.15d$
The calculation shall be predicated on an assumed end—-b&atludedas part of this code.
ing condition. (3) Exception1 under (c) inIBC section 1908.1.15 is not
(5) PILESIN SUBSIDINGAREAS. Substitute the following word includedas part of this code.
ing for the requirements in IBC section 180812.1 History: CR 06-120: crRegisterFebruary 2008 No. 626,fe8-1-08.

(a) Where piles are installed through subsiding fills or other L
subsidingstrataand derive support from underlying firmer mate__ oMM 62.1913 ~ Shotcrete lclga:jance. Tk;er(]e_xcepélon in
rials, consideratioshall be given to the downward drag load thdBC Séction 1913.4.2 is not included as part of this code.

: ; D History: CR 00-179: crRegister December 2001 No. 55%, &-1-02;CR
may be |mposed on the plleS by the SUbS|d|ng upper strata. 06-120:renum. Comn62.1914 to be Comm 62.1913 and am. Register February

(b) Where the influence of subsiding fills is considered &908No. 626, ef 3-1-08.
imposingloads on the pile, the allowable stresses specified in this )
chapterare permitted to be increasatiere satisfactory substan ~ Comm 62.1915 Column approvals.  Substitute théol-
tiating data are submitted. lowing wording for the requirements in IBC sectid®15.6:
(c) The position of the pile’neutral planshall be determined, Details of column connections and s_pllces shall be_shop=fabr|
andthe settlement of the soil at the level of the neutral plane stafedby approvedmethods and testing. Shop-fabricated-con
beestimated. The maximum load in the pile, which occurs at taeete—filledpipe columns shall be inspectedadyepresentative of
neutralplane, shall be determined. the manufacturer at the plant.

; ; ; History: CR 00-179: crRegister December 2001 No. 55%, &-1-02;CR
(6) SPECIAL INSPECTION. The requirements in IBC Se'CtlonOG—lzo:renum. Comn62.1916 to be Comm 62.1915 and am. Register February

1808.2.22are not included as part of this code. 2008No. 626, eff 3-1-08.
o 10 B TRt Dot 00 N 7 10
— am. e), cr egister Decemper 0. . —095; i 1
06—120:renur(r1.?((:(:)mm éz).lsog to be Comm 62.1808 and am. (1), (2), (3) (intro?[ Comm 62.2101 Masonry .ConStrUCtlon. mate“als'
(4) (intro.), (5) (intro.) and (a) and (Register February 2008 No. 626, 6-1-08. (1) PRESTRESSEMASONRY. Substitute théollowing wording for
the requirements in IBGection 2101.2.3: Prestressed masonry
Comm 62.1809 Driven pile foundations . Substitute shall be designed in accordance with chapters 1 and 4 of ACI

the following wording for the requirements in IBGection 530/ASCES/TMS 402 and IBC section 2106.
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(2) CoNsTRUCTIONDOCUMENTS. The requirements IBC see  sive strength of 6500 psi and a maximum water absorption of 6%
tion 2101.3 are not included as part of this code. whentested as 2— x 2—-inch cylinders or cubes.
i i i History: CR 00-179: crRegister December 2001 No. 55%, &-1-02;CR
21(()%_) 3F12$2Lﬁgflﬁﬁﬁjvgggsaszgft ';)ef(qtlﬁ:;eg%rgs in IBC S"eCtl()nO6—120:r=1m. (intro.) Register February 2008 No. 626, 2f1-08.

History: CR 00-179: crRegister December 2001 No. 552, &-1-02;CR Comm 62.2105 Masonry quality . The requirements in
ge-120renum. (1) and (2) to be (2) and (3).(¢) Register Februag008 No. 626, 5~ e ction 2105.1 are not included as part of this code.

History: CR 00-179: crRegister December 2001 No. 557, éf1-02.
Comm 62.2103 Cast stone masonry units. ~ These are Comm 62.2109 Empirical
departmentules in addition tahe requirements in IBC sectlon(l) BEARING ON MASONRY. This is a department rule in addition

2103.4: to the requirements in IBC section 2109.1: Lintels shall be consid

(1) Caststone masonry units covered under this category affadstructural members and shiaét designed in accordance with
homogeneousr faced, dry cast concrete products other doh  the applicable provisions of IBC chapter 16.

ventionalconcrete masonry units (brick or block), but of similar (2) OPENINGS. This is a departmentile in addition to the

size. . ) requirementsn IBC section 2109.4.1: Unless evidence is-pro
(2) Caststone masonry units shall be made with portlangdedto show that openings do rmiuse lateral stability and stress
cement,water and suitable mineral aggregates, with or withopéquirementsto be exceeded, the amount of openings in a
admixturesand reinforced if required. masonry wall shall not exceed the limits set forth irmble
(3) Caststone masonry units shall have a minimum compre§2.2109-1.

Table 62.2109-1
Maximum Ratio of Laterally Unsupported Height or
Length to Thickness for Exterior Walls With Openings'

design of masonry

Percent of Openings at Any Horizontal
Type of Masonry Plane of Wall
20 40 60 Over 60
Single wythe walls of solid or grouted walls of solid units 20 16 12 Submit design
All other masonry 18 14 10 calculations

TThepercentage of openings shall be calculated for each 100 lineal feet of wall or portion thereof at any horizontal plane of wall.

(3) JoinTiINGg. These are department rules in addition to thmasonryto allow for expected growth of clay products and shrink
requirementsn IBC section 2109: ageof concrete products.

(a) Expansionand shrinkage.Joints commensurate withdat ~ (b) \ertical jointing. Vertical movement jointshall be pre
eral stability requirements shalbe installed in all exterior videdat a spacing in compliance witlafile 62.2109-2.

Table 62.2109-2
Maximum Spacing Of Exterior Masonry Movement Joints
Between Unestrained Endd (Feet)

Openings (Pecent of Total Wall Ar ea)
Loading Type of 0to 20 Mor e than 20
Conditions Material Joint to Joint Joint to Corner Joint to Joint Joint to Corner
Load-bearing Clay units 140 70 100 50
Concrete units 60 30 40 20
Nonload-bearing walls Clay units 100 50 60 40
Concrete units 50 25 30 20

TJointingrequired is a minimum and is not intended to prevent minor cracking. The distances given for maximum spacing of joints are for a single wall plane. For
composite walls, the maximum spacing of joints shall be governed by the masonry material type used in the exterior wythe.

Note: To accomplish the intended purpose, joints should be located at critieal logand technique for welding, inspection of welding, and qualifica
tions,such as changes in buildihgights, changes in framing systems, columns builﬁonS of welding operators shall conform to the requirements of

into exterior walls, major wall openings, and changes in materials. PN . . .
(c) Horizontal jointing. Where supports such as shelf angle nedszpzelc(l)flcatlons listed in IBC sections 2205, 2206, 22009

or plates are required arry the weight of masonry above th Note: The rules pertaining to registration of structural welderspeeified in ch.
foundation level, a pressure—relieving joint shall be providegd mnms.

betweerthe structural support arthy masonry that occurs below 5y go, 15 substitute the following wording for the require
ths level. The joint width shall be such as to prevent any IO?Tcﬂentsin IBC section 2204.2: The designstallation and inspec
eingtransmitted from the support to any element directly belo on of bolts shall be in accordance with the requirementhef
All mortar and rigid materials shall be kept out of this joint. Th ecificationdisted in IBC sections 2205. 2206. 2209 224.0
type of joint shall be provided at all such supports in a concre istory: CR 06-120: crRegister February 2008 No. 626 8108 :
framestructure where clay masonry is exposed to the weather ’ : B '

History: CR 00-179: crRegister December 2001 No. 557, &f1-02. . . .
y g Comm 62.2206 Steel Joists. The requirements in IBC

Comm 62.2204 Connections. (1) WELDING. Substitute sections2206.3 to 2206.5 are not included as part of this code.

; : ; : ; History: CR 06-120: crRegister February 2008 No. 626, 81-08; correction
the following wording and informational note for the require madeto (title) under s. 13.92 (4) (b) 2., Stats., Register February 2008 No. 626, ef

mentsin IBC section 2204.1: The detadé design, workmanship 3-1-0s.
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Comm 62.2303 Minimum standards and quality . (b) All windows, ventilators, and other openings for a perma
(1) LABELING. Substitute the following for the requirements imentoutdoor toilet room shall be screened to limit the entrance of
IBC section 2303.2.1 item 1.: The identification mark of aflies, and all doors shall be self closing.
approvedagency (3) ENCLOSUREOF FIXTURES. (a) Water closets and urinals

(2) TRUSSDESIGNDRAWINGS. The requirements in IBC sectionwithin a toilet room shall be arranged to ensure privégycept
2303.4.1.2t0 2303.4.1.4 are not included as part of this code. asprovided inpar (b), each water closet shall occupy a separate

(3) TRussEes. Substitute the following wording for the require cCOMpartmentvith walls or partitions and a door enclosingfike
mentsin IBC section 2303.4.2: In addition to IBC sectionfuresto ensure privacy Urinals shall be placed against walls at
2303.4.1,2303.4.1.1 and 2303.4.1.5 through 2303.4.1.7, t{Rast6 feet 8 inches high ardranged individually with or without
design,manufacture and quality assurance of metal-plate—cdpartitions.

nectedwood trusses shall be in accordance with TPI 1. (b) 1. Water closet compartments may be omitted in a single—
History: CR 00-179: crRegister December 2001 No. 552, &1-02;CR  Occupantoilet room having a door with a privacy lock.
04-016:renum. to be (2), cf1) Register December 2004 No. 588, 1-1-05; CR 2. Toilet rooms located in day—caamd child—care facilities

06-1201. and recr(L), am. (2), ci(3) Register February 2008 No. 626, 8 1-08. et
r. and recr(1), am. (2), er(3) Register February © andcontaining 2 or more water closets may have one \ohtset

Comm 62.2304 Girder ends. This is a @partmenrule in ~ Withoutan enclosing compartment. o
additionto the requiremers in IBC sction 2304.11.2.5 A mois- _3. Compartments aot required for water closets in prison
ture bama shal be p’OVidEﬂ between &n untreatel or mndurable ordgltIC)r(;'ellg.R 00-179: crRegister December 2001 No. 55Z, &-1-02;CR
wood grder and an exterior masony or concree kearirg urface.  ;"139.am. (2) Register June 2002 No. 558, 8 1-02; CR 04-016: am. (s

History: CR 00-179: crRegister December 2001 No. 55, @1-02,CR (4 (b) 3.Register December 2004 No. 588, #F1-05; CR 06-120: and recrReg
06-120:am. Register February 2008 No. 626, & 1-08. ister February 2008 No. 626,feB-1-08; CR 08-055: am. (1) Regisfezbruary
2009No. 638, ef 3-1-09.

Comm 62.2409 Glass and glazing for elevators.  This ) o
is a department informational note to be used under IBC sectionComm 62.2901 Plumbing code. ~ This is adepartment
2409: informationalnote to be used under IBC section 2901.1:

Note: See ch. Comm 18 [ASME A17.1] fadditional glass and glazing require . Note: As defined in's. Comm 61.04 (12) and (13), “IPC and International Plumb
mentsrelating to elevators. Those requirements include a prohibition agtemator  INg Code” and “IPSC and International Private Sewage Code” mean chs. €bmm
hoistwaywindows that give a false appearance of a floor level. to 8_7- )

History: CR 06-120: crRegister February 2008, No. 626, 81-08. History: CR 01-139: crRegister June 2002 No. 558 &F-1-02.

Comm 62.2503 Gypsum board and plaster . The Comm 62.2902 Plumbing fixtures. (1) MiNIMUM NUM-
requirementsn IBC section 2503.1 are not included as part of thRER OF FIXTURES. (a) Exceptions. These are department exeep
code. tionsto the requirements in IBC section 2902.1:

History: CR 00-179: crRegister December 2001 No. 554, @1-02. 1. Where more thanne water closet is required for males,
urinals may be substituted for up to 50 percent of the required

Comm 62.2701 Electrical code. This is a department numberof water closets
informationalnote to be used under IBC section 2701.1: 2. Where water is served iastaurants or where other aceept

Note: As defined in s. Comm 61.04 (6), “IC&ectrical Code” means ch. Comm gble arrangementare made to provide drinking Watelirinking
fountainsare not required.
3. For child daycare facilities, bathtubs or showers are not

Comm 62.2900 Additional criteria for ~toilets. These requiredwhere other personal hygiene washing arrangements are
aredepartment rules in addition to the requirements in IBC-chdp/ovidedthat satisfy the licensing requirements of thisatnsin
ter 29- epartmenbf health services.

4. For day nurseries anthild day care facilities, children
derthe age of 30 months need not be considered as a part of the
cupantioad used to determine the minimum number of water
'closets.

5. Service sinks may be omitted for any occupancy where

2. Privies recognized under ch. Comm 91 may be substitutggl ies h tituted f ter closets und
for water closets required under IBC chapter 29 in any dbthe ‘gg\./zl%%o(al\ge(age;n substituted for water closets undeosam

lowing situations: (b) Additional fixtues. These are department informational

a. A building accommodating a seasonal occupambgn notesto be used under IBC sections 2902.1 and 2902.2:
occupancyof the building does not extend for more than 3 of the Note: Additional plumbing fixtures may be required for employkeshe U.S.

4 seasons. departmenbf labor occupational safety and health act (OSHA) regulations.

T . i« Note: Additional plumbing fixtures may be required by the department of health
b. A building accommodating school _Or a as_s_embly that '_sserviceéor restaurants, mobile home parks, camping growasping resorts, rec
operated by and for members of a bona fide religious denemirgtionalcamps and educational camps.

tion in accordance with the teachings and bebiéthie denomina Note: Chapter Comm 90 also has requirements for minimum numbers of sanitary
tion fixturesfor a public swimming pool, asased on the pool area. For some buildings,

) the minimum number of sanitary fixtures determinedhat manner may be ter

c. As approved by the department. thanthe minimum number determined in accordance with this section. Compliance

3. Portable restrooms recognized unclerComm 91 may be with this section does not relieve an owner from complying with ch. Comm 90.
L . Note: Chapter Comm 91 has requirements for equal speed of access to toilets for
subsjtltutedfor Waterdo.sets reqwred under IBC chapter 2.9 foEa(:ht;]enderat facilities where the public congregates that do not fall under the scope
buildings accommodating events or temporary occupancies Bahis chapter

exceedingl2 consecutive days or as approbgdhe department.  (c) Substitutions in IBCable 2902.1.1. Substitute the follow

(b) Lavatories. Waterless antiseptic cleansing provisions maig wording for the water closets heading in IB&ble 2902.1:
be substituted for lavatories required under |&@pter 29 where Watercloset§ (see s. Comm 62.2902 (1) (a) 1. for urinals).
systemsor devices under pg@) 2. are substituted for water ¢los 2. Substitute the following wording fahe drinking fountains
ets. Where water-based water closets or urinals are used, watgéadingin IBC Table 2902.1: Drinking fountains (see s. Comm
basedavatories shall be provided numbers to accommodate theg2 2902 1) (@) 2.).
numberof people served by the water closets and urinals. 3. In IBC Table 2902.1, substitute the following wordifag

(2) PERMANENT OUTDOORTOILETS. (@) A permanent outdoor the required minimum number of water closets for females in type
toilet room shall be providedith a suitable approach such as &-4 and A-5 occupancies: 1 per 37 for the first 1,500 and 1 per
concretegravel or cinder walk. 60 for the remainder exceeding 1,500.

16.
History: CR 01-139: crRegister June 2002 No. 558, -1-02.

(1) PLUMBING FIXTURE ALTERNATIVES. (@) Water closets. 1. n
Systemsor devices recognized under ss. Comm 91.10 and 913]C
may be substituted for watetosets required under IBC chapte
29.
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4. Substitutethe following wording for the required number (3) CHANGE IN USE. Substitute the following wording for the
of bathtubs or showers in storage occupancies in 1BRleT requirementsn IBC section 3001.4: A change in use of an eleva
2902.1: See thénternational Plumbing Code tor from freight to passengepassenger to freight, or from one

5. Substitutethe following wording for the required numberfreight class to anothdreight class shall comply with ch. Comm
of bathtubs or showers in factory and industrial occupanciesii8.

IBC Table 2902.1: See theternational Plumbing Code History: CR 00-179: crRegister December 2001 No. 55X, 1-02;CR

(d) Addition to IBC Bble 2902.1.This is an additional depart e reivusry 5008 No_ o6 fobetr0h, = oo 0% CR 067120 (4) Reg

mentfootnote for IBC &ble 2902.1: Footnote e. Wherever more

than 500peoplecongregate and more than the required minimum Comm 62.3004 Hoistways. (1) VENTING. This is a

numberof water closets or urinals are provided for males, twiggepartmentule in addition to the requirements in IBC section

as many of those additional toilet facilities shall be provided f@p04.3: A ventilation opening in a hoistway wall, where pro

females. vided, shall have guards securely anchored to the supporting
(2) LavaATORIES FORTOILET ROOMS. This is a department rule structureinside the hoistwayThe guards shall consista wire—

in addition to the requirements in IBC section 2902.1: At least omeshscreen of at least 0.0915-indlameter steel wire with open

lavatory shall be provided in each toilet room or in a genderingsthat will reject a ball one—inch in diameter expanded metal

designatedounge adjacent to the toilet room. If a multiple-usecreenof equivalent strength and open area.

|aVat0ry is provided, 24 lineal inches of wash Sink, or 20 inches (2) PLUMBING AND MECHANICAL SYSTEMS. Substitutehefol-

measurecalongthe edge of a circular basin will be considereghwing wording for the requirements and the exception in IBC
equivalentto one lavatory section3004.4:

(3) DISTRIBUTION OF PLUMBING FACILITIES AND NUMBER OF (a) General. Except as specified in pab), plumbing and
OCCUPANTSOF EACH SEX. Substitute the following wording for the mechanicakystems shall not be located in an elevator shaft.
requirementsn IBC section 2902.3: Except as otherwise speci (b) Elevator pits. Drains orsumps complying with ss. Comm
fied in IBC Table 2902.1, the required water closets, lavatoriegp 33and 82.36 shall be providedétevator pits. Connection of

andshowers obathtubs shall be distributed equally between thﬁesedrains and sumps to a sanitary system is prohibited.

sexeshased on the percentage of esek anticipated in the occu  History: CR 00-179: crRegister December 2001 No. 552, &-1-02;CR
pantload. The occupant load shall be composed of 50% of ed }911)1%. af)dt feCDr(2) Reglstggézrﬁ 2050828N8F5135gs@21R—g%: 252004-01(% ﬁdﬁg

Tt H H H intro. egister December 0. ) —05; - Lam. ro.
sex,unless statistical data approved by the cofleiafindicate  Rqgicier February 2008 No. 6261, &-1-08.

a different distribution of the sexes.

(4) PusLic FaciLITIES. This is a department exception to the Comm 62.3006 Machine rooms. (1) Access. Thisis a
requirementsn IBC section 2902.4: dilet roomsmay be omitted departmentinformational note to be used under IBC section
in a small retail or mercantile building where all of tobowing  3006.1:

requirementsre met: Note: See ch. Comm 18 for additional machine room aceggsrements. Those
N h > dated requirementsinclude a prohibition againsiccessing an elevator machine room
(a) No more than 25 occupants are accommodated. througha toilet room, sleeping room or private space; and a prohikitiamst
(b) Other restrooms are conveniently located and available?f§essin@ther spaces in a building through an elevator machine room.
the patrons and employees during all hours of operation. (2) PREsSURIZATION. This is a department exception to the
(c) The omission is approved in writing by tieeal unit of requirementsn IBC section 3006.3: An e_Ievator machlr)e room
government. which serves a pressurized elevator hoistway and which is not

(d) A copy of the written approval from the local unitgaf- ?grggtlyrgggﬂﬁgt:(? to the pressurized elevator shaibt required
ernment is provided to thdepartment or its authorized represen P ' . . .
tative upon request. (3) SHUNT TRIP. Substitute the follohwmg \lNordlnghfor the
. requirementsn IBC section 3006.5: Where elevator hoistways
m e(sgin%(?rﬁgtci)gng ﬁi?;At%RggTJSOéEELﬁgnglség glgézsndgggt 4:97 elevator machine rooms containing elevator control equipment
idre protected with automatic sprinklers, a means installed in

Note: Additional location requirements for restaurant toilet rooms may be appli . :
by the department of health s‘émces_ Y be apPatcordancanith NFFRA 72, section 6.15.4, Elevator Shutdown,

(6) Pav FaCILITIES. Substitute the followingvording for the Shallbe provided to disconnect automatically thain line power
requirementsn IBC section 2902.4.3: Al toilet facilities shake  SUPplyto the afected elevator prior to the application of water

free of chage. This means shall not be self-resetting. The activatispofi
Note: Section 146.085, Stats., prohilitsaging a fee for the use of toilet facilities klers OL_]tS|_de thenoistway or machine room shall not disconnect
andimposes a fine of $10 to $50 for violations. the main line power supply
History: CR 00-179: crRegister December 2001 No. 55%, &-1-02;CR (4) PLUMBING SYSTEMS. Substitute the foIIowing wording for

01-139:am. (2) Register June 2002 No. 558, 2f1-02; CR02-002: cr(1) (c) Reg ; . . . 2
ister April 2003 No. 568, éf 5-1-03; CR 04-016: and recr(1) (), am(1) (c) 1. therequirements in IBC section 3006.6: Plumbing systems not
gn?g)., (rg)numd E%% (Fg) 3_.,t4., I%nd 4) bto (Q)& br\? (l% ég) 12?1 5'6 Sartg R(Bgécrl (213 (©) usedin connection with the operation thfe elevator may not be

., (d), an egister December o. J1efl-05; - Tam. : :
(1) (¢) 1. and (d),.rand recr(1) (c) 3., 1(3), (4) and (8), renum. (5) to (7) and (9) to'oﬁ‘?‘tted'_” Ceéegggg_eqtgpmtengroongs 2001 No. 552 3F1-02.CR
be(3) to (5) and (6) and am. (@htro.), (5) and (6) Register February 2008 No. 626b1_ﬁjf_)_W- 1 ard ZCE EQ'SZET gcgm er]: Reai ?- e 2002 No. 558
eff. 3-1-08;CR 08-055: cr(1) (a) 5. Register February 2009 No. 638,3f1-09; rrenum. (1) and (2) to be (2) and (3) and Ly Register June 0. 558,
correction in (1) (a) 3. made under13.92 (4) (b) 6., Stats., Register February 2oogg-87—ﬁl—102i %‘; 04-016: renum. (3) to be (4),(8) Register December 2004 No.
No. 638. ,eff. 1-1-05.

" } Comm 62.3100 Special construction. These are
Comm 62.3001 Elevators. (1) Scope. Substitute théol epartmentules in addition tdhe requirements in IBC chapter

lowing wording for the requirements in IBC section 3001.1: Thc%il Public mausoleum structures stz designed, constructed
chaptergpverns the design, construction, installation, alteratl dmaintained in accordance with this code Méusoleums shall
andrepair of elevators, dumbwaiters, escalators, moving wang o :

eclassified as a Group S-1 storage occupancyshallibe con

andtheir components. ) : e
. . structed of reinforced concrete or other materials of similar dura
(2) REFERENCEDSTANDARDS. Substitute the following word bility.

ing for the requirements in IBC section 3001.2: EXcept as-0therngte: section 157.12 (2) (d), Stats., reads as follows: “A mausoleum slzaihbe
wise provided for in this code, the design, construction, installatructedto last as long as possible, taking into consideration the technology and eco
tion alteration repair and maintenance of e|evat0rgomicsapplicable to mausoleum construction at the time of construction.”

! : ' : ; 'History: CR 00-179: crRegister December 2001 No. 55X, @1-02;CR
dumbwaiters,escalators, moving walks and their components_13g:3m. “or (2) Register June 2002 No. 558, §F1-02; CR 06-120- (1),

shall comply with ch. Comm 18. renum.(2) to be Comm 62.3100 Register February 2008 No. 62&-¢f-08.
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Comm 62.3102 Blower equipment.  Substitute the fel (5) EMPLOYEES NOT LIABLE. No worker who is an employee of an excavator

i i H H H ay be held liable for his or her employ®failure to comply with this section.
lowing wording for requirement 2 in IBC section 3102.8.1.27 (6) FAILURE TO COMPLY; INJUNCTION. If any excavator fails to comply

Blower_SSha" be prOVideWi_th inlet screens, belt guards and_ che\K/ith this sectionany aggrieved person may commence an action to obtain an order
protectivedevices as required to provide protection from injuryunderch. 813 directing such excavator to comply with this section and restraining the

History: CR 00-179: crRegister December 2001 No. 552, -1-02;CR  excavatorfrom further violation thereof. If the aggrieved person prevails in the
06-120:am. Register February 2008 No. 626, &-1-08. action, he or she shall be reimbursed fdt his or her costs and disbursements
togethemwith such actual attorney fees as may be approved by the court.”

[ History: CR 01-139: renum. from Comm 62.3300 (2) Register June 2002 No.
Comm 62.3103 Temporary structures. This is a 558, off, 7-1-02.

departmentule in addition to the requirements in IBC section
3103: Under IBC sections 3103.1.1 and 3103.2, the requirementsComm 62.3400 Existing structures.  The requirements
for permits and construction documents for temporary structuiesBC chapter 34 are not included as part of this code.

areat the option of the local codefiofal. History: CR 00-179: crRegister December 2001 No. 55, &-1-02;CR
History: CR 00-179: crRegister December 2001 No. 554, -1-02. 06-120r. and recrRegister February 2008 No. 626, 8-1-08.
Comm 62.3500 Referenced standards.

comm 623104 Pedestrian walkways and tunnels. dl) INTRODUCTION. Substitute the following wording for the

Substitutethe following wording for the requirements and exce Introductoryparagraph in IBC chapter 35: This chapter lists the

tion in IBC section 3104.2: Buildings thare connected in tandardghat are referenced in various sections of this document.

?;Z%&?Sg&?g? IBC section 3104 shall be considered to be-sep%he standards are listed herein by the promulgating agency of the

History: CR 00-179: crRegister December 2001 No. 554, a+1-0;cr  Standardthe standard identification, thefettive date and fitle,
06-120r. (1) (title) and (2), renum. (1) to be Comm 62.3104 Register Felzaasy and the section or sections of this document that reference the
No. 626, ef. 3-1-08. standard.The application of the referenced standards shalkbe

specifiedin s. Comm 61.03 (1) (b) and (3) (a).
(3) ApbiTions. This is a departmentile in addition to the
quirementdn IBC chapter 35: The following standards are

Comm 62.3109 Swimming pool enclosures. Substi
tutethe following informational note for the requirements in IBGo

SeNCc')[tignSSe];eOc%. Comm 90 for requirements for swimming pool enclosures. herebyincorporated by reference into this.C.Ode.: ..
History: CR 00-179: crRegister December 2001 No. 553, &-1-02. (@) ASTM C 578-1995, Standard Specification for Rigid-Cel
lular Polystyrene Thermal Insulation.
Comm 62.3200 Encroachments into the  public ~ (b) NFFA 30A-2000, Code for Motdfuel Dispensing Facili
right-of-way. The requirements in IBC chapter 32 are ndiesand Repair Garages.
includedas part of this code. (c) NFRA 45—-2004, Standardn Fire Protection for Laborato
History: CR 00-179: crRegister December 2001 No. 553, &f1-02. ries Using Chemicals.
. . (d) NFRA 750-1996, Standard onatér Mist Fire Protection
Comm 62.3300 Safeguards during construction. Systems.

Exceptfor the requirements in IBC sections 3302.1 38863.5, UL 2034—2005. Singl d Multinle State Carbtonox
therequirements in IBC chapter 33 are imamluded as part of this ide(i)larms. » >INgie and Muliple State L-arbimox

code. (f) UL 2075-2007, Gas andaygor Detectors and Sensors.

History: CR 00-179: crRegister December 2001 No. 55%, &-1-02;CR . g .
120 f Note: ANSI/ASAE standards may be purchased from the American Society of
01-139:renum. (1) to be Comm 62.3300 ardum. (2) to be Comm 62.3307 Regis Agricultural Engineers, 2950 Niles Road, St. Joseph, MI 49085-9659.

ter June 2002 No. 558, feff-1-02. g
u ASTM standards may be purchased from ASTM Internatidi©él,Barr Harbor
Drive, West ConshohockenAPL9428-2959.

Comm 62.3307 Protectio_n of adjoining property . NFPAstandards may be purchased from the National Fire Protection Associa
This is a department informational note to be used ufi8€r tion, One Batterymarch Park,@> Box 9101, QuinGyMA 02269-9101. )
chapter33: UL standards may be purchased for Underwriters Laboratories, Ind®fiag3

. . . stenRoad, Northbrook, IL 60062-2096.
Note: Sections 10111 (1) to (6), Stats,, read as follows: ) ) Copiesof the standards adopted under this section are on file infitesaff the

1) DEFINITION. In this section excavatameans anywner of an interest in departmenand the legislative reference bureau.
landmaking or causing to be made an excavation. History: CR 00-179: crRegister December 2001 No. 55X, -1-02;CR

_ (2) CAVE-IN-PREVENTION. Any excavator shafrotectthe excavation site 1-139:am. Register June 2002 No. 558, B#1-02,CR 04-016: rand recrRegis

in such a manner so as to preventshiéof adjoining property from caving in or set ter December 2004 No. 588,fel—1-05; CR 06-120: am. (1), @) and (3) (a),

tling. renum.(3) (b) to (e) to be (3) (a) to (d) and am. (3) (c) Register February 2008 No.
(3) LIABILITY FOR UNDERPINNING AND FOUNDATION EXTENSIONS. 626, eff. 3-1-08;EmR0826: emerg. cr(3) (e), eff. 10-1-08; CR 08-085: c(3)

(a) If the excavation is made to a depth of 12 feet or less below grade, the excav@pand (f) Register May 2009 No. 641, eff. 6-1-09

may not be held liable for the expense of any necessary underpinnéxgeoision

of the foundations of buildings on adjoining properties. Comm 62.3600 Appendices. (1) ExcLusIioNs. The proe

(b) If the excavation is made to a depth in excess of 12 feet below grade, the exga; ; i i
vatorshall be liable for the expense of any necessary underpinning or extensior‘ﬁ%lonsm IBC Appendices A, B, D, and F to K are not included

thefoundations of any adjoining buildings below the depth of 12 feet below graddS part of this code.
The owners of adjoining buildingshall be liable for the expense of any necessary (2) APPENDIX C. Theprovisions inIBC Appendix C app|y to

underpinningor extension of the foundations of their buildings to the depth of 12 fe@roupu agricultural buiIdings as described in IBC section C
belowgrade. )

(4) NOTICE. Unless waived by adjoining owneas)east 30 days prior to cem 101.1,that are not exempt from this coglg outlined in ss. Comm
mencingthe excavation the excavator shall nofifiywriting, all owners of adjoining 61.01and 61.02 (2) and (3).
buildingsof his or her intention to excavate. The notice shall state that adjoiningHistory: CR 00-179: crRegister December 2001 No. 552, -1-02;CR
buildingsmay require permanent protectiofihe owners of adjoining property shall 04-016:am. (1) Register December 2004 No. 588,1ef1-05; CR 06-120: am. (1)
haveaccess to the excavation site for the purpose of protecting their buildings. RegisterFebruary 2008 No. 626,fe8-1-08.
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